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Direction of
       flow

Disturbed area

Undisturbed area

SECTION DETAIL

Direction of
flow

On soil, 150 mm x 100 mm
trench with compacted
backfill and on rock, set 
into surface concrete

Self-supporting
geotextile

1.5 m star pickets
at max. 2.5 m centres

1.5 m star pickets
at max. 2.5 m centres

SEDIMENT FENCE SD 6-8

600 mm min.

500 mm to 600 mm

Flow

(unless stated otherwise on SWMP/ESCP)20 m max.

Min. 1.5 m

Construction Notes

Star pickets at maximum
2.5 m spacings

PLAN

1. Construct sediment fences as close as possible to being parallel to the contours of the site, 
   but with small returns as shown in the drawing to limit the catchment area of any one section.
   The catchment area should be small enough to limit water flow if concentrated at one point to
   50 litres per second in the design storm event, usually the 10-year event. 
2. Cut a 150-mm deep trench along the upslope line of the fence for the bottom of the fabric to
   be entrenched.
3. Drive 1.5 metre long star pickets into ground at 2.5 metre intervals (max) at the downslope
   edge of the trench.  Ensure any star pickets are fitted with safety caps.
4. Fix self-supporting geotextile to the upslope side of the posts ensuring it goes to the base of
   the trench.  Fix the geotextile with wire ties or as recommended by the manufacturer.  Only
   use geotextile specifically produced for sediment fencing.  The use of shade cloth for this
   purpose is not satisfactory.  
5. Join sections of fabric at a support post with a 150-mm overlap. 
6. Backfill the trench over the base of the fabric and compact it thoroughly over the geotextile.

2:1 slope (max.)

Flow

Earth bank

Stabilise stockpile 
surface

2:1 slope (max.)

Sediment fence

SD 4-1STOCKPILES

Construction Notes
1. Place stockpiles more than 2 (preferably 5) metres from existing vegetation, concentrated
   water flow, roads and hazard areas.
2. Construct on the contour as low, flat, elongated mounds.
3. Where there is sufficient area, topsoil stockpiles shall be less than 2 metres in height.
4. Where they are to be in place for more than 10 days, stabilise following the approved
   ESCP or SWMP to reduce the C-factor to less than 0.10.
5. Construct earth banks (Standard Drawing 5-5) on the upslope side to divert water around
   stockpiles and sediment fences (Standard Drawing 6-8) 1 to 2 metres downslope.

Earth bank

Fl
ow

Star pickets

1 metre max.

Sandbags

Waterway

Excavation

Drop inlet
with grate

Filtered
 water

Star picket fitted
with safety cap

Runoff water
with sediment

For drop inlets at non-sag points,
sandbags, earth bank or excavation
used to create artificial sag point

Wire or steel mesh 
(14 gauge x 150 mm 
openings) where geotextile
is not self-supporting

Woven geotextile

Woven geotextile

Geotextile embedded
150 mm into ground

Construction Notes

GEOTEXTILE INLET FILTER SD 6-12

1. Fabricate a sediment barrier made from geotextile or straw bales. 
2. Follow Standard Drawing 6-7 and Standard Drawing 6-8 for installation procedures for 
   the straw bales or geofabric.  Reduce the picket spacing to 1 metre centres. 
3. In waterways, artificial sag points can be created with sandbags or earth banks as shown 

4. Do not cover the inlet with geotextile unless the design is adequate to allow for all waters 
   in the drawing.

   to bypass it.  

SHAKER PAD (CATTLE GRID)

1.   Must be designed and certified by a practicing structural engineer. The certified design should be submitted with the relevant application.
2.   Can be constructed from any suitable material.
3.   Must be located on a suitably prepared and compacted sub-grade/base material.
4.   Must be situated such thatthe rungs of the shaker pad are level with the adjoining natural surface.
5.   Must be a minimum of 3.5 m in length.
6.   Must be a minimum of 3.5 m in width.
7.   Must have clear spacing between rungs of 200 - 250 mm.
8.   Rings must have a maximum width (bearing area) of 75 mm.
9.   Must have a minimum clear depth of 300 mm ie. from the top of the rung to the finished sub-grade/base level.

Construction Notes
A correctly designed and installed shaker pad will assist in preventing sediment transfer from a site. Any stabilised access point (SAP) can be
designed with a shaker pad (compulsory in Type II SAP's)

Shaker pads can be designed and constructed to enable re-use on future projects.

The shaker pad:

10. Must be provided with suitable barriers at the sides to ensure that all tyres of vehicles leaving the site traverse the device.
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PROPOSED SITE CONTOURSEXISTING SITE CONTOURS
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DETAIL: DRIVEWAY FIRST FLUSH PUMP OUT PIT
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