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Trees to soften built form, providing
vertical interest and shade with native
underplanting
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BBQ, sinks and seating creating social
spaces for gatherings

\
Lilly Pilly hedge for wind buffer

Children’s play area located adjacent to
community room provides visual access

to attendance of children. Artificial grass
mounds, tunnel, balance beam and
timber stumps

1 \

\ Softfall track with pebble texture inlay

\
Refer to architectural drawings for
balustrade details

Timber battens fixed to columns. Vine

planting under and encouraged to grow
vertically up columns |
\ \

Gathering circle with pebble 'fire’ inlay ‘
\ \ \

Timber teepee '

\ \
Paving in 3 shades of colour defining
individual spaces whilst providing
pattern and contrast on the ground
surface

\ \ \
Precast concrete seating with
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Gibbons Street

Existing Tristaniopsis
laurina - ensure
installation of tree
protection to council
requirements

Renew turf
to verge

1Pac - ensure
installation of tree to
council requirements -
refer detail 4/ LO1 for
details

Proposed paving
indicative location
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Note: all planters to be set on
50mm high feet
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Concrete Footpath
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Note- Existing Trees
roots or trunk flare of mature trees.

tree roots at the direction of Council.

- Size of tree pit may vary depending on depth of surface
- Paving construction may be altered to accommodate

- Tree pit surface to be installed level with surrounding
paving, leaving surface roots exposed where necessary.
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Hardwood stakes as

hession band stappled to ﬁ

stake

Mulch as specified to
base of tree, finish just
below footpath & kerb
level

Subsoil drainage to be installed
as per City of Sydney

\ requirements and determined on
a site by site basis

\ Footpath type varies —

\ Existing subgrade —}
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@ Planting in Grass Verge

Gibbons Street

Refer to architectural drawings for

balustrade details

Precast concrete seating with

composite timber tops

Paving in 3 shades of colour defining
individual spaces whilst providing

Road

WSUD OPTION:

Cut 50mm diam. hole at 30-45°
angle towards direction of flow
into gutter and push slotted pipe
into end for passive watering from
stormwater flows

Temporary tree guard using three
50x50x1800mm hardwood stakes
at edge of planting pit. Arrange in
triangular form to minimise
conflict with opening car doors.
Remove prior to final tree base
treatment.

50mm diameter slotted watering
pipe with geotextile sleeve
around rootball terminating at
surface (or kerb hole if WSUD
option used)

50mm x 150mm LOSP treated
pine edging set flush with
adjoining kerb and path

Containerised street tree as
specified

Grade mulch so that it is kept
clear of the stem collar

Form small bermed dish close to
edge of rootball to facilitate
establishment watering

Soil Mix Type A to a maximum of
200mm depth

50mm diameter slotted watering
pipe with geotextile sleeve
around rootball terminating at
surface (or kerb hole if WSUD
option used)

Ensure potted soil level and stem

collar is set at kerb level

Soil Mix Type B

Road
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Trough Planter box

pattern and contrast on the ground
surface
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BBQ, sinks and seating creating social
spaces for gatherings
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