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Report on Preliminary Groundwater Impact Assessment (HV
Underbore)

Proposed Data Centre

78 Lockwood Road, Erskine Park NSW

1. Introduction

This report, prepared by Douglas Partners Pty Ltd (Douglas), presents the results of a preliminary
groundwater impact assessment (GIA) for a portion of high-voltage (HV) services connecting the
site at 78 Lockwood Road, Erskine Park to the Transgrid Sydney West Substation and Switchyard,
located at the corner of Lenore Drive and Old Wallgrove Road in Erskine Park.

The assessment was commissioned by Stack Infrastructure Australia (78 Lockwood Road) Top Pty
Ltd ATF The Stack Infrastructure Australia (78 Lockwood Road) Unit Trust c/o Linesight and was
undertaken in accordance with Douglas’ proposal 207476.10.P.003.Rev0, dated 10 March 2026.

The purpose of this preliminary GIA is to assess the inflows during horizontal directional drilling
(HDD) (i.e. underboring) for the HV services based on a desktop study of relevant information and
a review of provided reports, to support the submission of a State Significant Development
Application (SSDA) (SSD-82211208). Additionally, this document aims to assist in obtaining the
necessary approvals for the disposal of extracted groundwater, where applicable.

Douglas have been provided with the following documents:

e Review of Environmental Factors report (reference Sydney Case No.172727PW, dated 23
October 2019) prepare by Ecologique Australia Pty Ltd (EA) (Ecologique Australia Pty Ltd,
2109) (Appendix B);

e Geotechnical investigation report (reference PSM1541-390L, dated 14June 2019) prepared by
PSM Pty Ltd (PSM) (PSM, 2019) Appendix B;

e Sesigndrawings (reference CAB-ERSKINE PARK DC-SKT, dated 5 February 2026) prepared by
Transgrid (Appendix C); and

e HV Construction methodology supplied by Linesight on 18 March 2026 (Appendix D).

N

Proposed development

The site is located along Lenore Drive with Ropes Creek running centrally through the site which
is crossed by Bunda Bridge. The neighbouring land is vacant with medium dense vegetation.

Based on the provided information, it is understood that a portion (approximately 188 m) of a HV
service will cross beneath Ropes Creek via horizontal directional drilling (HDD) between two
launch/receive pits (refer to Figure1).

Proposed Data Centre 207476.10.R.004.RevO
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The proposed dimension of the square launch/receive pits are up to approximately 6 m width and
up to 6 m depth. The HDD will commence /finish from the launch/receive pits and reach a depth
of up to 15 m below Ropes Creek.

The arrangement of the HDD will comprise six bores of 350 mm diameter and one bore of
250 mm diameter. The arrangement is shown in Figure 2.

Drilling muds, consisting of a bentonite-based slurry, would be used to stabilise the bore, reduce
groundwater ingress, lubricate the drill string, and facilitate removal of spoil material. Drilling
muds would be managed at the launch and receive pits with control measure implemented.

Excavated spoil from launch and receival pits would not be stockpiled at work sites but rather
placed directly into trucks for transport to either the construction laydown areas for temporary
storage or to an offsite waste facility, appropriately licensed for disposal.

It is assumed that only one HDD underbore will be carried out at any time and understood to be
made watertight on completion before drilling subsequent bores.

Upon successful installation of conduits, pits would be backfilled and compacted in layers in
accordance with project specifications and relevant authority standards.

The construction period for the launch/receive pits and HDD underbore is currently unknown. In
this regard we have assumed that the works will take no longer than three months to complete.

Proposed Data Centre 207476.10.R.004.RevO
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Figure 2 - HDD boring arrangement (excerpt from provided Transgrid drawing, dated 5
February 2026)

3. Hydrogeological setting
31 Hydrology and topography

Ropes Creek runs through the central portion of the proposed HDD alignment. It is a mapped
watercourse within the Cumberland Plain, and its riparian corridor are likely to support
vegetation communities that may also access shallow groundwater systems, particularly where
alluvial sediments and shallow water tables are present.

The site is characterised by gently undulating topography that naturally slopes towards Ropes
Creek, with an overall gradient to the northwest. Based on the NSW 2 m Elevation Contour
Mapping data, surface levels across the site are between approximately Reduced Level (RL) 48 m
and RL 50 m, relative to Australian Height Datum (AHD).

32 Climate

The region experiences a generally subtropical climate, characterised by mild winters and hot,
humid summers. The average annual rainfall is approximately 1.2 m.

Proposed Data Centre 207476.10.R.004.RevO
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33 Geology

Reference to the Penrith 1:100,000 scale Geological Series Sheet indicates that the site is underlain
by sediments of Quaternary age. The Quaternary sediments comprise sands, silts and clays that
have been deposited in an alluvial environment associated with Ropes Creek (stream deposited).

The Quaternary sediments are underlain by Bringelly Shale of Triassic age. Bringelly Shale
typically consists of interbedded layers of siltstone and claystone with alternating fine-grained
sandstone and laminite (interbedded sandstone and siltstone) layers. The siltstone and claystone
layers range from 3 m to 15 m thick while the sandstone and laminite layers are typically less than
2 m thick. The Bringelly Shale typically weathers to form a residual clay profile of medium to high
plasticity and reactivity with the soils known to be highly susceptible to erosion and dispersion.

The surface geology mapping is shown in Figure 3.

3.4 Hydrogeology

Based on the hydrogeological setting, the site is assumed to underlain by the following
groundwater systems:

e Unconfined aquifer within the alluvium; underlain by

e  Minor fractured aquifers hosted by the underlying Bringelly Shale bedrock. Groundwater in
the Bringelly Shale is usually characterised by shallow seepage at the soil and rock interface
and secondary permeability where defects are present in the rock mass.

Groundwater is anticipated to be relatively shallow in the alluvium. Groundwater flows in the area
are anticipated to generally follow site topography and flow towards Ropes Creek.

Aquifer recharge is likely to occur via high rainfall infiltration and surface water flow in the
alluvium, and through low rainfall infiltration and vertical seepage in the bedrock.

Proposed Data Centre 207476.10.R.004.RevO
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3.5 Groundwater receptors

A review of the Groundwater Dependent Ecosystems (GDE) Atlas indicates the presence of
vegetation associated with Ropes Creek that is classified as having a high potential for subsurface
groundwater dependence. This classification suggests that the vegetation communities along
Ropes Creek are likely to rely, at least in part, on groundwater to meet their water requirements,
particularly during periods of low rainfall or surface water availability.

A groundwater bore search of the WaterNSW database was conducted for any bores registered
within T km radius of the site. There are no registered bores and available public groundwater
data within 1 km radius of the site.

3.6 Acid sulfate soils

Acid Sulphate Soil (ASS) mapping indicates that the site is located in an area of “no known
occurrence of acid sulphate soils”. ASS is generally associated with alluvial and estuarine soils in
coastal areas at elevations less than RL 12 m. The site is unlikely to be affected by ASS as the site
soils encountered are residual in origin and at an elevation above RL 50 m.

3.7 Salinity

The Department of Infrastructure, Planning and Natural Resources (DIPNR) Map of Salinity
Potential in Western Sydney 2002 suggests that the site is in an area of “moderate salinity
potential”. Higher potential salinity areas are mapped further to the east along the creek lines
where water accumulation is high.

4. Desktop review of nearby projects
41 Douglas Investigations

Based on a search of the Douglas projects database, Douglas have carried out a geotechnical
investigation around 40 m to the southwest of the proposed HV service which included the
drilling of two boreholes to depths between 10.4 m (RL 39.9 m) and 11.2 m (RL 39.3 m).

The boreholes generally encountered shallow depths of topsoil of up to 0.3 m thick underlain by
firm to very stiff, alluvial silty clay and gravelly sandy clay to depths of approximately 6 m, and
then very stiff residual silty clay or extremely low to very low strength shale to depths of up to
8.6 m. Below the residual clays encountered siltstone which was typically in the low to medium
strength range. The siltstone was typically slightly fractured.

Free groundwater flow was observed at depths between 3.8 m and 3.6 m (RL 46.7 m).

No long-term groundwater monitoring or permeability testing of the soils or bedrock was carried
out during the investigation.

Proposed Data Centre 207476.10.R.004.RevO
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4.2 Geotechnical Investigation carried out by PSM

In 2019, PSM carried out the drilling of five boreholes along the HV alignment (PSM2019). The
approximate locations are shown in Figure 4.

nemmop "-‘
Figure 4 - Approximate PSM borehole location plan (excerpt from PSM2019)
The boreholes encountered fill within BH4 and BH5 to depth of 5.4 m and 3.5 m, respectively.
Natural clays were encountered below the fill within PSM'’s boreholes BH1to BH4 between depths

ranging from 5.8 m (BH3) and 10.3 m (BH4). The clays were underlain by siltstone bedrock.

Groundwater observations were recorded at the time of the drilling. The recorded groundwater
levels are presented in Table 1.

Table 1- Observed groundwater levels during PSM2019 investigation

. Recorded Groundwater Observations during Drilling
BH Location
(bgl) (m)
BH1 3.75
BH2 4.05
BH3 3.6
BH4 8.4
BH5 NE

Notes bgl - below ground level
NE - Not encountered

No long-term groundwater monitoring or permeability testing of the soils or bedrock was carried
out during the investigation.

Proposed Data Centre 207476.10.R.004.RevO
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It should be noted that no long-term groundwater monitoring was carried out and therefore
groundwater levels may not have stabilised.

5. Conceptual hydrogeological model

The site is underlain by Quaternary alluvial sediments associated with Ropes Creek, underlain by
Bringelly Shale bedrock. Based on the available information, two hydrostratigraphic units are
interpreted within the site:

e Alluvial aquifer (unconfined): The alluvial sediments are assumed to host an unconfined
aquifer system. Groundwater levels within the alluvium are therefore anticipated to respond
to climatic conditions and creek level.

e Bedrock unit (low permeability with localised fracture flow): The underlying Bringelly Shale is
anticipated to act predominantly as an aquitard or aquiclude, with groundwater movement
largely restricted to secondary permeability associated with defects such as fractures, joints
or weathered zones. Where present, these features may host minor fractured rock aquifers.

Groundwater within the alluvial aquifer is assumed to be hydraulically connected to Ropes Creek.
Under typical (non-flood) conditions, groundwater is likely to discharge into the creek.
Conversely, during periods of high creek flow (e.g. following significant rainfall or flooding), the
hydraulic gradient may reverse locally, resulting in recharge from the creek into the adjacent
alluvial aquifer.

Groundwater flow is anticipated to generally follow surface topography, with flow directed
towards Ropes Creek and trending to the northwest. Recharge to the groundwater system is
assumed to occur primarily via rainfall infiltration across the site, with additional contributions
from surface runoff and episodic creek recharge during high flow events. Discharge mechanisms
are likely to include evapotranspiration from riparian vegetation along Ropes Creek and baseflow
discharge to the creek under typical conditions.

Groundwater observations recorded during nearby geotechnical investigations indicate
groundwater levels within the alluvial profile at depths of up to approximately 3.6 m below
ground surface. However, no long-term monitoring data are available to characterise seasonal
variability, hydraulic gradients, or connectivity with Ropes Creek.

It should be noted that groundwater levels are transient and fluctuate with climatic variations
and other factors (e.g. adjacent excavations, pumping). Therefore, the water levels will
temporarily rise during periods of heavy or prolonged rainfall and fall during dry periods.
Groundwater levels in the vicinity of the site can also be affected by nearby dewatering activities
and existing drained basements.

Proposed Data Centre 207476.10.R.004.RevO
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6. Groundwater inflow assessment
6.1  Numerical modelling methodology

A 2-dimensional (2D) numerical model was developed for the proposed HDD underbores and
launch pits using SEEP/W, a component of GeoStudio 2023.1.2 R2 (version 23.1.2.11) developed by
GEOSLOPE International Ltd. Transient analysis was undertaken to assess the potential
dewatering rates and volumes for dewatering during construction.

Douglas selected two vertical cross-sections intersecting the works which are described as
follows:

e Section A - launch/receive pit;

e Section B - midway between launch/receive pits and deepest point of HDD underbore (i.e. at
10 m depth assumed to be within the alluvium soils); and

6.2 Assumptions

The following assumptions were made for the inflow analysis:

e The HDD underbore construction period is three months, i.e. the launch pits will remain open
and require dewatering for this duration.

¢ One HDD underbore will be carried out at any one time during the construction period,
therefore only one 350 mm diameter underbore has been modelled to obtain inflow results.

e Continuous circulation of a bentonite-based slurry through the drill string to the drill bit will
be undertaken during HDD, that will help stabilize the borehole, seal it against groundwater
and transport cuttings to the launch pits. It was assumed that only the last excavated meter
would produce groundwater inflow.

e The ground profile can be simplified and simulated as a two-layered numerical model to
represent the alluvium sediments and bedrock.

e Due to the small size and shape of the launch/receive pit, an axisymmetric model was
adopted which simulates the excavation as a circle with an equivalent radius of 3 m. This
method better simulates the concentrated inflows at the corners of the excavation.

6.3 Model layers

The hydrogeological units were simulated as two layers to simulate the alluvium and bedrock
profiles. Surficial soils were excluded from the model and considered negligible for the purpose
of this assessment.

Adopted hydraulic properties are presented in Table 2. Parameters were selected based on
ranges of values documented in the available literature for similar lithologies (e.g. Hoek & Bray
1981 and more recently Pells 2019) and previous experience with similar materials. These values
are considered to be conservative.

Proposed Data Centre 207476.10.R.004.RevO
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Table 2: Summary of material parameters for groundwater inflow analysis

. Residual Saturated .
. Anisotropy . Material
Geological Saturated . Water Volumetric
N Ratio Model
Unit Kh (m/s) (Kv/Kh) Content Water Content Adobted
(%) (%) P
. Unsaturated /
Alluvium 1x10¢ 1.0 7 40
saturated
Unsaturated
Bedrock 1x107 03 5 20 nsaturated /
saturated
Notes: Kh: Horizontal hydraulic conductivity

Kv: Vertical hydraulic conductivity
6.4 Model calibration

The boundaries of the model extended to the north and south of the model around 20 m to
simulate constant recharge from Ropes Creek. Groundwater levels were established in the model
by setting a constant head boundary condition along the far end boundaries.

Constant head boundary conditions were applied along the lateral extents of the model, set at
approximately 3.6 m below ground level. This level is slightly above the highest groundwater
observation in the area of approximately 3.6 m below existing ground levels.

A ‘free flow' boundary or ‘drained’ boundary condition was applied to the sides of the
launch/receive pit and the HDD underbore excavations to model a ‘dry’ excavation to simulate
dewatering which will be required during construction.

6.5 Groundwater modelling results

A transient seepage analysis was adopted to predict inflow rates during the assumed three-
month construction period. The inflow results represent the estimated total rate of
groundwater flowing into the excavations and the volume (per unit time) requiring extraction
via the dewatering system during construction.

6.51 Predicted groundwater inflow

The predicted groundwater inflows for the launch and receiving pits are presented in Table 3.

Proposed Data Centre 207476.10.R.004.RevO
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Table 3: Section A - Launch/receive pit: Predicted Groundwater Inflow Rates with time for
one pit

Dewatering Inflow Rate
Elapsed Time (days) | Accumulative Inflows Inflow rate Total over 90 days (m?)
(m?3) (L / min)
1 5 3.4
2 9 33
4 22 31
7 33 29
n 48 2.8
303
18 73 2.6
27 103 25
40 149 2.4
60 211 2.3
90 303 23

The linear (per meter) inflow results for the HDD underbore drilling for section B are presented in
Table 4.

Table 4 - Section B - Linear (per meter) predicted inflow results for one HDD underbore (in
alluvium)

Dewatering Inflow Rate
Elapsed Time (days) |Accumulative Inflows Inflow rate Total over 90 days
(m3/m) (L/ min/m) (m3/m)
1 0.5 0.3
2 1.0 0.2
4 2.4 0.3
7 3.7 0.3
M 52 0.3
27
18 7.7 0.3
27 10.6 0.3
40 14.6 0.3
60 19.7 0.3
90 26.9 0.4

Total groundwater inflows have been estimated by considering the following components:

Proposed Data Centre 207476.10.R.004.RevO
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e Section A - Launch and retrieval pits: Two pits assumed to be open simultaneously during
construction.

e Section B - Underbores: Based on the assumptions listed in Section 6.2, only a1 m length of
a single underbore is assumed to contribute to groundwater inflow at any given time.

The calculated total inflow results are presented in Table 5.

Table 5 - Results of total inflow calculations for the Assumed Construction Period of 3 Months

Section Inflow (m?3)
A 606 note 1
B 54 note 2
Total 660
Notes: 1- The reported value has been doubled from that presented in Table 3 to account for both the launch and

receival pits.

2 - As all seven bores will be drilled and lined (i.e. made watertight) within the construction period and only
the final metre of drilling is expected to contribute to inflows. Accordingly, this is considered equivalent to
a single bore with the final T m with the cutting face area (at the time of drilling) contributing to inflows over
the construction period. Inflow value was increased to 200% of value from the 2D plane-strain model (Model
Section B) to account for the 3D effects.

It should be noted that these volumes are ‘estimates’ of the average inflows. It is possible that
localised zones of higher permeability may be present within the site, through which the rate of
inflow could be significantly higher, and considering the subsurface heterogeneity and fractured
aquifer system, a safety margin for application in the field should be considered.

Also, simulated dewatering rates and drawdown are dependent on the dewatering scheme
adopted for the site included in the numerical models. If the depth of the excavation / drilling
levels and dewatering systems were to change then the currently predicted dewatering rates
may change, in which case further modelling would be required.

6.51 Predicted groundwater drawdown

Drawdown of the groundwater levels will depend on the proposed time to construct the
launch/retrieval pit, execute the HDD underbore and backfill.

Groundwater levels immediately outside of the pit excavations will be drawn down to bulk
excavation levels. A drawdown of the groundwater level of 0.4 m is predicted at around 10 m
from the pit excavation.

As HDD will be undertaken with a bentonite-based slurry, groundwater seepage and resulting
drawdown are likely to be minimal.

Proposed Data Centre 207476.10.R.004.RevO
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7. Impact assessment

71 Assessment criteria

Page 12 of 16

Potential impacts of the HDD underboring activities on groundwater resources and receptors
have been assessed against the minimal impact thresholds defined in the NSW aquifer

interference policy (AIP).

Under the AIP's definitions, the two aquifer systems within and in the vicinity of the site are

considered as follows:

e Confined rock (bedrock): “less productive” fractured rock aquifer; and

e Unconfined alluvium: “less productive” (low water yield) alluvial aquifers.

The applicable AIP minimal impact considerations for both aquifer systems are presented in

Table 6.

Table 6: Minimal impact considerations for "less productive" aquifers (DPI, 2013)

Water table

Water pressure

Water quality

1. Lessthan or equal to a10%
cumulative variation in the
water table, allowing for typical
climatic “post-water sharing
plan” variations, 40 m from any
high priority receptors listed in
the schedule of the relevant
water sharing plan; or

A maximum of a 2 m decline
cumulatively at any water
supply work.

2. If more than 10% cumulative
variation in the water table,
allowing for typical climatic
“post-water sharing plan”
variations, 40 m from any high
priority receptors if appropriate
studies demonstrate to the
Minister's satisfaction that the
variation will not prevent the
long-term viability of the
dependent ecosystem or
significant site.

If more than a 2 m decline
cumulatively at any water
supply work then make good
provisions should apply.

1. A cumulative pressure
head decline of not
more than 40% of the
“post-water sharing
plan” (alluvial) or a
cumulative pressure
head decline of not
more thana2m
decline, at any water
supply work.

2. Ifthe predicted
pressure head decline
is greater than
requirement 1above,
then appropriate
studies are required to
demonstrate to the
Minister's satisfaction
that the decline will
not prevent the long
term viability of the
affected water supply
works unless make
good provisions apply.

1) Anychangeinthe
groundwater quality
should not lower the
beneficial use category
of the groundwater
source beyond 40 m
from the activity.

2) If condition 1is not met
then appropriate
studies will need to
demonstrate to the
Minister’s satisfaction
that the changein
groundwater quality
will not prevent the
long term viability of
the dependent
ecosystem, significant
site or affected water
supply works.
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7.2 Risk assessment of impacts

Risks associated with potential groundwater impacts is summarised in Table 7.

Table 7: Risk assessment

Page 13 of 16

e re Pre-
Potential impact Impact / . . - .
mechanism event Rating reasoning mltlgatlon
risk
Impacts on nearby Potential Drawdowns at the nearby GDE's are Low
GDEs long term expected to be negligible. Any dewatering
loss of water | or groundwater seepage would be of short
dependent duration and would not adversely impact
ecosystem GDEs associated with Ropes Creek.
viability
Drawdown at Reduction in No third-party bores are present within Low
third-party water available 1 km of the site. Therefore, impacts are not
bores exceeds groundwater anticipated.
assessment at third-party
criteria bores.
Groundwater Water Groundwater seepage into the underbores Low
contamination / quality and launch pits will be mixed with the
changes in water | deterioration drilling muds and taken off-site to a
quality impacting licensed disposal facility.
GDEs and
Ropes Creek

8. Mitigation measures

Although impacts are considered unlikely, mitigation measures should be implemented to
ensure best practice and to avoid risks to groundwater and surface water resources associated
with HDD underboring beneath Ropes Creek and dewatering of launch and retrieval pits. These
measures may include:

e Designing the HDD alignment to maintain adequate separation beneath the creek and avoid

highly permeable zones where practicable;

e Maintaining continuous circulation of bentonite-based drilling fluid to stabilise the borehole,
and limit groundwater ingress;

e Monitoring drilling fluid pressures and returns in real time to detect potential losses or
inadvertent returns; and

e Storing drilling fluids and cuttings in above ground tanks or trucks and disposal to a licensed

off-site facility.

Proposed Data Centre
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9. Approvals and licensing

This section outlines the approvals, licences and other authorisations required for the proposed
dewatering activities, consistent with the Water Management Act 2000, WaterNSW
requirements, and any relevant local council or EPA obligations.

9.1 Water Access Licence (WAL) and entitlements

Dewatering of groundwater for construction purposes constitutes an aquifer interference activity
under the Water Management Act 2000 and may require a Water Access Licence (WAL) and
appropriate water entitlement units (share and extraction components), depending on the water
source and proposed take.

In accordance with the Water Management (General) Regulation Act 2018, extraction of water
from the greater metropolitan region groundwater source for the purpose of construction
dewatering are currently exempt from requiring a Water Access License (WAL) under the coastal
construction of infrastructure exemption clause.

As there are no long-term dewatering activities, a WAL is not required.

Actual inflow volumes will only be known at the time of excavation and allowances for variation
in the inflow rate should be made. In this regard, inflow volume records during construction
when actual inflows are known should be maintained and reported to DCCEEW within 28 days
of the water year finishing (i.e. Before 28 July).

9.2 Water Supply Works Approval (WSWA)

As the project is an SSD, a separate water supply works approval for construction dewatering is
not required.

9.3 Council and EPA approvals
Discharge off-site: A licensed contractor must be engaged, and records of transport and
disposal must be maintained.
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10. Conclusion

A portion of the proposed HV alignment is proposed to be constructed beneath Ropes Creeks via
the construction and excavation of two launch / retrieve pits connected by a series of HDD
excavations. The proposed pits could be up 6 m in depth with the HDD reaching a total depth of
around 15 m.

Excavated spoil from launch and receival pits would not be stockpiled at work sites but rather
placed directly into trucks for transport to either the construction laydown areas for temporary
storage or to an offsite appropriately licensed waste facility for disposal.

The 2D seepage analysis for the proposed development model was based on the highest
groundwater levels recorded from nearby investigative works with permeability values based on

well documented and Douglas’ previous experience with similar materials.

The results of the analysis indicate that the predicted inflows during a construction period of 90
days could be up to 0.7 ML.

Given the limited extent of predicted drawdown, the temporary nature of the works, and the

implementation of appropriate mitigation measures, no adverse impacts are anticipated on
Ropes Creek or any associated groundwater dependent ecosystemes.
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12. Limitations

Douglas Partners Pty Ltd (Douglas) has prepared this report (or services) for this project at 78
Lockwood Road, Erskine Park NSW in line with Douglas' proposal (reference
207476.10.P.003.Rev0, dated 10 March 2026) and acceptance received from Stack Infrastructure
Australia (78 Lockwood Road) Top Pty Ltd ATF The Stack Infrastructure Australia (78 Lockwood
Road) Unit Trust c/o Linesight. The work was carried out under Douglas' Engagement Terms.
This report is provided for the exclusive use of Stack Infrastructure Australia (78 Lockwood Road)
Top Pty Ltd ATF The Stack Infrastructure Australia (78 Lockwood Road) Unit Trust c/o Linesight
for this project only and for the purposes as described in the report. It should not be used by or
relied upon for other projects or purposes on the same or other site or by a third party. Any party
so relying upon this report beyond its exclusive use and purpose as stated above, and without the
express written consent of Douglas, does so entirely at its own risk and without recourse to
Douglas for any loss or damage. In preparing this report Douglas has necessarily relied upon
information provided by the client and/or their agents.

The results provided in the report are indicative of the sub-surface and groundwater conditions
on the site only at the specific sampling and testing locations, and then only to the depths
investigated and at the time the work was carried out. Sub-surface and groundwater conditions
can change abruptly due to variable geological and weather processes and also as a result of
human influences. Such changes may occur after Douglas' field testing has been completed.

Douglas' advice is based upon the conditions encountered during this investigation. The
accuracy of the advice provided by Douglas in this report may be affected by undetected
variations in ground conditions across the site between and beyond the sampling and/or testing
locations. The advice may also be limited by budget constraints imposed by others or by site
accessibility.

This report must be read in conjunction with all of the attached and should be kept in its entirety
without separation of individual pages or sections. Douglas cannot be held responsible for
interpretations or conclusions made by others unless they are supported by an expressed
statement, interpretation, outcome or conclusion stated in this report.

This report, or sections from this report, should not be used as part of a specification for a project,
without review and agreement by Douglas. This is because this report has been written as advice
and opinion rather than instructions for construction.
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About this Inspection Report

Introduction

These notes are provided to amplify DP's
inspection report in regard to the limitations of
carrying out inspection work. Not all notes are
necessarily relevant to this report.

Standards

This inspection report has been prepared by
qualified personnel to current engineering
standards of interpretation and analysis.

Copyright and Limits of Use

This inspection report is the property of DP
and is provided for the exclusive use of the
client for the specific project and purpose as
described in the report. It should not be used
by a third party for any purpose other than to
confirm that the construction works
addressed in the report have been inspected
as described. Use of the inspection report is
limited in accordance with the Conditions of
Engagement for the commission.

DP does not undertake to guarantee the
works of the contractors or relieve them of
their responsibility to produce a completed
product conforming to the design.

Reports

This inspection report may include advice or
opinion that is based on engineering and/or
geological interpretation, information
provided by the client or the client's agent, and
information gained from:

e an investigation report for the project (if
available to DP);

e inspection of the work, exposed ground
conditions, excavation spoil and
performance of excavating equipment
while DP was on site;

e investigation and testing that was carried
out during the site inspection;

e anecdotal information provided by
authoritative site personnel; and

e DP’s experience and knowledge of local
geology.

Such information may be limited by the
frequency of any inspection or testing that was
able to be practically carried out, including
possible site or cost constraints imposed by
the client/ contractor(s). For these reasons, the
reliability of this inspection report is limited by
the scope of information on which it relies.
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Every care is taken with the inspection report
as it relates to interpretation of subsurface
conditions and any recommendations or
suggestions for construction or design.
However, DP cannot anticipate or assume
responsibility for:

e unexpected variations in subsurface
conditions that are not evident from the
inspection; and

e the actions of contractors responding to
commercial pressures.

Should these issues occur, then additional
advice should be sought from DP and, if
required, amendments made.

This inspection report must be read in
conjunction with any attached information.
This inspection report should be kept in its
entirety without separation of individual pages
or sections. DP cannot be held responsible for
interpretations or conclusions from review by
others of this inspection report or test data,
which are not otherwise supported by an
expressed statement, interpretation, outcome
or conclusion stated in this inspection report.
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Lenore Drive Potable Water Lead-in Section 8-10
Sydney Case N0.172727PW

Review of Environmental Factors

Determination Summary

This Review of Environmental Factors (REF) assesses potential environmental impacts of the
proposal to construct a lead in potable water main to service the Oakdale West Industrial Estate.
The proposal has been assessed under Part 5 of the Environmental Planning and Assessment (EP&A)
Act.

The proposal is unlikely to have a significant impact on the environment or a threatened species,
population or ecological community, and is not on land that is critical habitat, and accordingly, an
Environmental Impact Statement is not required.

Sydney Water is the proponent and determining authority for the proposal. Under section 111 of the
Environmental Planning and Assessment Act 1979 (EP&A Act), Sydney Water must examine all
matters likely to affect the environment from this activity. The below signatories certify that the
REF:

» examines and takes into account all matters affecting or likely to affect the environment as a
result of activities associated with the proposal

¢ is accurate and does not omit any material information

» subject to the implementation of the safeguards, it is unlikely that there will be any significant
environmental impacts associated with the proposal

s considers the proposal in accordance with the principles of Ecological Sustainable Development

» will be adhered to by the Developer, including undertaking the proposal as described,
implementing the safeguards, and managing construction risks

| Prepared by: ' } Reviewed by:
o < A
Kat Duchatel BSc. Env. CEnvP EIANZ #691 Bijan Mehrani AT&L Senior Civil Engineer
Principal, écologique Accredited Sydney Water Provider
Date: 23/10/2019 Date: 23/10/2019

Endorsed by Water Servicing Coordinator: | Approved by Development Manager:

Date: ___ P ‘ ___| Date: , ,
Endorsed by Sydney Water Environment Rep: f Approved by Sydney Water:

Date: Date:
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Lenore Drive Potable Water Lead in Section 8-10 Sydney Case
No.172727PW

Review of Environmental Factors

prepared for

Sydney Water

This document has been prepared for the benefit of AT&L and Sydney Water. No liability is
accepted by écologique with respect to its use by any other person.

This disclaimer shall apply notwithstanding that the report may be made available to other persons
for an application for permission or approval to fulfil a legal requirement.

Document control

Prepared by

Kathryn Duchatel W Date 23/10/2019

BSc. Env. CEnvP EIANZ #691

écologique
12 Wanganella Street, Balgowlah NSW 2093
0437 821 110 | kat@ecologique.com.au

Revision Schedule

Rev No Date Description Issued to
1 06/09/2019 Draft for Client Review AT&L
2 12/09/2019 Final Draft for Sydney Water Review AT&L
3 23/10/2019 Final REF -amended to include new AT&L

sign off section
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1.1 Background

The Lenore Drive potable water lead in Section 8-10 is required to service the Oakdale West
Industrial Estate (Oakdale West). Oakdale West is part of the larger Oakdale Industrial Estate being
developed by Goodman in Precinct 8 (South of the Warragamba Pipelines) of the Western Sydney
Employment Area (WSEA).

Assets required to service the Oakdale Industrial Estate were identified in a Local Area Servicing
Plan (LASP) for potable water prepared for Sydney Water (GHD 2016). The LASP identified the need
for the following lead in water main sections to service Oakdale West:

Section 7-9 located within Oakdale West; and

Section 7-8 located within land being developed by Fitzpatrick to the north of Oakdale West
within Precinct 7 (Erskine Park Employment Lands) of the WSEA.

Section 7-8 was intended to connect to an assumed existing main within Lenore Drive fed by the
Minchinbury elevated reservoir. However, during engineering investigations undertaken by AT&L for
the proposal, it was discovered that the existing main within Lenore Drive terminated
approximately 1.4 km to the east of the planned Section 7-8 connection.

Subsequently AT&L on behalf of Goodman and Sydney Water, have designed this section of water
main (herein identified as Section 8-10) in order to enable the intended servicing strategy.

The Section 8-10 water main would traverse both Precinct 6 (Ropes Creek) and Precinct 7 (Erskine
Park Employment Lands) of the WSEA, which are located to the north of the Warragamba pipelines
and Precinct 8 of the WSEA (see Figure 1-1).

1.2  Existing Approvals

Section 7-8 and Section 7-9 and the connection of the proposed Section 8-10 with Section 7-8 do
not require assessment in this REF as detailed below.

1.2.1 Oakdale West

Oakdale West is a State significant development (SSD7348), which includes the construction of the
Section 7-9 water main and the Western North South Link Road (WNSLR). The WNSLR will connect
Lenore Drive (WSEA Precinct 7) with Oakdale West (WSEA Precinct 8). The WNSLR has been
designed to accommodate a range of utilities including the Section 7-8 water main.

Subsequently the construction of the Section 7-9 water main and the Section 7-8 water main within
the boundary of the WNSLR works area does not require assessment in this REF.

1.2.2 Fitzpatrick Investments

The proposed Section 8-10 water main will connect with Section 7-8 on Lot 2 DP 1215268, which is
owned and currently under development by Fitzpatrick Investments (Fitzpatrick). All developable

land within Lot 2 DP 1215268 was the subject of a previous environmental impact assessment and

development approval granted to Fitzpatrick.

Subsequently the construction of the Section 8-10 water main and its connection to the Section 7-8
water main within the boundary of Lot 2 DP 1215268 does not require assessment in this REF.

Figure 1-2 shows the location of the proposed Section 8-10 water main in the context of Oakdale
West and Lot 2 DP 1215268 (Fitzpatrick land).
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1.3  Purpose of the REF

The purpose of this Review of Environmental Factors (REF) is to assess the potential environmental
impacts associated with the construction and commissioning of the Section 8-10 water main (the
proposal).

A description of the proposal is provided in Section 2 and the statutory framework under which the
proposal has been assessed is detailed in Section 3.

Potential environmental impacts of the proposal are discussed in Section 4 and a summary of
environmental safeguards provided in Section 5.

The environmental safeguards provided in Section 5 are to be incorporated within both the tender
specifications and the awarded tenderer’s Construction Environmental Management Plan (CEMP)
that is to be prepared and approved by Sydney Water prior to commencement of the works.
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2.1 Overview

The proposal involves the construction and operation of an approximate 1.4 km lead in water main,
which will connect with an existing 300mm main constructed in 2014 along Lenore Drive to the
east, and the proposed Section 7-8 water main (located on Fitzpatrick land) to the west. The
proposed water main route is shown in Figure 2-1.

The majority of the proposed Section 8-10 water main will be constructed using open trench
excavation within the Lenore Drive road easement.

Lenore Drive is bridged over Ropes Creek and the creek’s riparian corridor, with a stormwater
culvert and stormwater wetland basin located to the east of the bridge.

Trenchless technology will be employed to avoid disturbance to traffic on Lenore Drive, impacts to
stormwater infrastructure and impacts to areas of environmental sensitivity associated with Ropes
Creek and riparian corridor.

2.2 Construction
2.2.1 Construction Environmental Management Plan

A Construction Environmental Management Plan (CEMP) will be prepared by the construction
contractor and submitted to Sydney Water’s project environmental representative for review and
endorsement prior to the commencement of construction activities and site establishment.

2.2.2 Preconstruction activities

Preconstruction activities include:
Preparation and approval of the Project CEMP
Preparation and approval of a Traffic Management Plan
Preparation and approval of a Landscape Management Plan
Consultation with relevant stakeholders / landowners to:
o gain permission to access and undertake works, and

o provide notifications of any proposed interruptions to pedestrian or other access as a result
of the works

Installation of environmental controls in accordance with the CEMP
2.2.3 Construction activities

The majority of the civil works associated with the Section 8-10 water main installation will be
carried out by a contractor appointed by Sydney Water. The contractor will be responsible for the
planning and carrying out of construction activities.

The anticipated construction program is expected to include:

Preliminary site establishment works - the contractor will be responsible for locating and
establishing a permanent or mobile compound area; setting up erosion and sediment controls
around the works areas; location of any affected services; and implementation of any other
environmental controls as guided by the Project CEMP.

Establishment of traffic control - traffic control will be established around each work site in
accordance with the approved Traffic Management Plan.

Excavation of trenches and laying of pipeline- the majority of works will be carried out by
standard open trenching methods. The trench will be dug with an excavator and once the water
main is laid, the trench will be backfilled with a layer of sand / cement mix, concrete and soil.
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The excavation will be carried out in stages and will be of a length that will enable the trench
to be excavated, water main installed and backfilled prior to the end of each day’s work.

Trenchless technology - the proposed alignment of the Section 8-10 water main will run at a
10m offset from the existing bridge on Lenore Drive for approximately 300m of directional
drilling up to a depth of 10m below the creek level at the crossing and will gradually come to
the surface at both sides of the Ropes Creek riparian corridor (approximate chainage 642.9 to
944.4).

Additional underground boring will be used to install the water main beneath Lenore Drive at
the following locations:

o Approximate chainage 14.1 to 45.2
o Approximate chainage 1226.7 to 1253.9

Restoration and rehabilitation - at completion of the works, the ground surface will be
restored, work site cleaned up and temporary controls removed, and landscaping undertaken in
accordance with the approved Landscape Management Plan.

The width of the corridor disturbed by pipeline construction will vary with ground conditions and
the excavation required would be generally less than 6 m in width and up to 3.6m in depth.

2.3 Timing
Construction to operation is anticipated to take up to four months (80 days), which includes:

Approximately 12 to 14 weeks (70 days) for construction (dependent on whether works include
Saturdays or are limited to weekdays only);

Approximately one week for disinfection; and
Less than one week (approximately three days) for connection.

The duration of the works may vary dependent on weather conditions and whether the works are
required to temporarily cease due to any unexpected delays.

2.4 Access and Site Compound
2.4.1 Access

Access to the works area will be from Lenore Drive. The alignment and road easement of Lenore
Drive has been constructed to accommodate future road connections identified in the Erskine Park
Road Network Concept approved by State government (Department of Planning, 2009). Relevant to
the proposed works area are turning lanes established for the WNSLR and the Archbold Road
extension (see Figure 2-1).

2.4.2 Site compound

Due to the temporary and linear nature of the proposed works it is anticipated that a portable
compound will be used, which would be relocated along the linear extent of the works area as the
works progress.

However, approval for the establishment of a site compound for the duration of the works will be
sought in consultation with relevant landowners.
2.4.2 Stockpiles

Open trench installation
Excavation material will be stockpiled next to the trench and filled back as much as required at the
end of each day. The residual soil will be removed off site at the end of the day.

Trenchless installation
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Trenchless boring slurry will be stockpiled on site until dry enough to be removed and disposed of
appropriately offsite.

Figure 2-1 provides indicative access routes and potential stockpile sites for the works with
photographic plates provided in Appendix B. These sites will be determined through consultation
and approval by relevant landowners with designated areas finalised in the proposal CEMP.

2.5 Options Considered
2.5.1 Do nothing

The WSEA was established by the New South Wales Government to provide businesses in the region
with land for industry and employment, including transport and logistics, warehousing and office
space. The proposed Section 8-10 water main is required to service newly developing industrial
areas within the WSEA. Therefore to ‘do nothing’ option is not a feasible option.

2.5.2 Potential alternative options

The proposed Section 8-10 water main is constrained by its location within a highly used classified
road, which is bridged over Ropes Creek and its riparian corridor.

Open trench excavation for the entire length of the proposal would result in disruption to traffic on
Lenore Drive and require clearing of native vegetation within the Ropes Creek riparian corridor.

2.5.3 Preferred option

The preferred option (as detailed in Section 2.2) avoids disturbance to both Lenore Drive, Ropes
Creek and the Ropes Creek riparian corridor.
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3.1 Statutory Framework

This REF has been prepared in accordance with the requirements of the NSW environmental and
planning framework. This section provides a discussion of the relevant legislation, environmental
planning instruments and approvals applicable to the proposed activity.

3.2 Environmental Planning and Assessment Act 1979

The Environmental Planning and Assessment Act 1979 (EP&A Act) provides the statutory planning
context for environmental assessment and approval of development. It also provides for the making
of Environmental Planning Instruments (EPIs) including the State Environmental Planning Policy
(Infrastructure) 2007, which defines the permissibility of the proposed development (refer Section
3.3.1).

Sydney Water is a statutory state-owned corporation and is classified as a public authority under
Section 4 of the EP&A Act and the determining authority for the proposal under Part 5 of the EP&A
Act.

As the determining authority, Sydney Water must ‘examine and take into account to the fullest
extent possible all matters affecting or likely to affect the environment by reason of that activity’
pursuant to Section 5.5 of the EP&A Act.

Clause 228 of the EP&A Regulation 2000 provides details of what must be taken into account when
considering the impact of any activity on the environment. A summary response to Clause 228 of
the EP&A Regulation 2000 is provided in Section 6.

3.3 Environmental Planning Instruments
3.3.1 State Environmental Planning Policy (Infrastructure) 2007

The aim of State Environmental Planning Policy (Infrastructure) 2007 (ISEPP) is to facilitate the
effective delivery of infrastructure across the State by:

Improving regulatory certainty and efficiency through a consistent planning regime for
infrastructure and the provision of services, and

Providing greater flexibility in the location of infrastructure and service facilities, and

Allowing for the efficient development, redevelopment or disposal of surplus government
owned land, and

Identifying the environmental assessment category into which different types of infrastructure
and services development fall (including identifying certain development of minimal
environmental impact as exempt development), and

Identifying matters to be considered in the assessment of development adjacent to particular
types of infrastructure development, and

Providing for consultation with relevant public authorities about certain development during
the assessment process or prior to development commencing, and

Providing opportunities for infrastructure to demonstrate good design outcomes.

Under clause 125, development for the purpose of water reticulation systems may be carried out by
or on behalf of a public authority without consent on any land.

Relationship to other environmental planning instruments
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Under Part 1 Clause 8 of the ISEPP if there is an inconsistency between the ISEPP and any other
environmental planning instrument, whether made before or after the commencement of this
Policy, the ISEPP prevails to the extent of the inconsistency. Except if there is an inconsistency
between a provision of the ISEPP and any of the following provisions of another environmental
planning instrument, the provision of the other instrument prevails to the extent of the
inconsistency:

Clauses 10, 11 and 19 of State Environmental Planning Policy (Coastal Management) 2018:
NOT APPLICABLE: site not located within relevant areas mapped under this SEPP

All of the provisions of State Environmental Planning Policy (State Significant Precincts) 2005:
NOT APPLICABLE: site not located within a State Significant Precinct

Although the proposal is permissible without consent, it does not remove the requirement under
other Acts to obtain approvals, licences or permits where required (refer Section 4.4).

3.3.2 State Environmental Planning Policy (WSEA) 2009

State Environmental Planning Policy (WSEA) 2009 (SEPP WSEA) aims to protect and enhance the
land to which this Policy applies for employment purposes, in particular:

Promote economic development and the creation of employment in the SEPP WSEA by providing
for development including major warehousing, distribution, freight transport, industrial, high
technology and research facilities,

Provide for the co-ordinated planning and development of land in the SEPP WSEA,
Rezone land for employment or environmental conservation purposes,

Improve certainty and regulatory efficiency by providing a consistent planning regime for future
development and infrastructure provision in the SEPP WSEA,

Ensure that development occurs in a logical, environmentally sensitive and cost-effective
manner and only after a development control plan (including specific development controls)
has been prepared for the land concerned,

Conserve and rehabilitate areas that have a high biodiversity or heritage or cultural value, in
particular areas of remnant vegetation.

The proposal is located in both Precinct 6 (Ropes Creek) and Precinct 7 (Erskine Park Employment
Lands) of the WSEA and will also provide potable water to the Oakdale West Industrial Estate which
is located in Precinct 8 (South of Sydney Catchment Authority Warragamba Pipelines).

Relationship to other environmental planning instruments

In the event of an inconsistency between SEPP WSEA and an LEP or deemed environmental planning
instrument that applies to the land to which applies, SEPP WSEA prevails to the extent of the
inconsistency.

3.3.3 State Environmental Planning Policy No 55—Remediation of Land

The State Environmental Planning Policy No 55—Remediation of Land (SEPP 55) aims to ‘provide a
State-wide planning approach to the remediation of contaminated land’. Clause 7 requires a
consent authority to consider whether the land is contaminated and if it is suitable or can be
remediated to be made suitable for the proposed development, prior to the granting of
development consent (refer Section 4.2).

3.3.4 Local Environmental Plans

Local Environmental Plans (LEPs) are prepared by councils to guide planning decisions in their local
government areas and establish the requirement for the use and development of land. Through
zoning and permissible land uses they allow councils to supervise the ways in which land is used.
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The proposed works are located within the Penrith City Council and Blacktown City Council local
government areas (LGAs). The relevant local planning instrument is the Penrith Local Environmental
(LEP) 2010 and Blacktown LEP 2015.

Subclause 8(1) of the ISEPP prevails over these local planning instruments and as such, the works
can be carried out without consent on these lands.

3.3.5 Development Control Plans

Development Control Plans (DCPs) contain specific controls to guide certain types of development
and achieve particular development outcomes within certain areas. A DCP is a supplementary
development guideline that supports each Council's LEP.

Regardless that the ISEPP prevails over LEPs, the provisions of both Blacktown and Penrith DCPs
have been considered within Section 4 of this REF.
3.4 Other Relevant Legislation

Commonwealth and State legislation that have been considered in this REF are outlined in Table
3-1.

Table 3-1. Other relevant legislation considered in this REF

Commonwealth
Environment Protection The EPBC Act provides a legal framework to Section 4.5
and Biodiversity protect and manage nationally and internationally
Conservation Act 1999 important flora, fauna and ecological communities
(EPBC Act) — defined in the EPBC Act as matters of national
environmental significance (MNES).
No matters of NES would be impacted on as a
result of the proposal.
State
Biodiversity Conservation The BC Act commenced on 25 August 2017, Section 4.5
Act 2016 (BC Act) and introducing new mandatory requirements for
Biodiversity Regulation biodiversity assessment, reporting and thresholds
2017 (BC Regulation) that when triggered requires a development to be

assessed under the NSW Biodiversity Offset
Scheme (the Scheme).

Relevantly, threshold testing must be used to
determine when a proposed development must be
assessed under the Scheme. The threshold has two
key elements:

Whether the amount of native vegetation
being cleared exceeds a threshold area, based
on lot size, or

Whether the impacts occur on an area mapped
on the Biodiversity Values map published by
the Minister for the Environment.

If neither threshold is triggered a ‘test of
significance’ further assesses whether entry into
the Scheme is required. This includes clearing of
vegetation commensurate with threatened
ecological communities or habitat for threatened
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species, or other impacts to threatened species or
populations.

The proposal is located within areas of biodiversity
value identified under the BC Regulation and
vegetation commensurate with threatened
ecological communities. However construction of
the proposal will use boring technology to avoid
clearing of vegetation and therefore not trigger
assessment under the Biodiversity Scheme.

Biosecurity Act 2015 The Biosecurity Act 2015 commenced on 1st July Refer Section
2017 at which time the Noxious Weeds Act 1993 4.5

was wholly repealed and the Fisheries
Management Act 1994 (Aquatic Biosecurity) partly
repealed.

The Greater Sydney Region Strategic Weed
Management Plan (LLS 2017) provides the
framework for managing weeds in the Greater
Sydney Local Land Services (LLS) Region, in
accordance with the Biosecurity Act 2015.

No priority weeds were observed within the
proposal footprint area.

Contaminated Land Development is required to consider and assess Refer Section
Management Act 1995 contamination hazards on the land to be 4.2
(CLM Act) developed in accordance with the CLM Act and
SEPP 55 - Remediation of Land (refer Section
3.3.3).
Fisheries Management Act | Part 7 of the FM Act deals with the protection of NOT
1994 (FM Act) aquatic habitats. Relevant to the proposal the APPLICABLE

issues that are dealt with in Part 7 (protection of
aquatic habitats) include:

Dredging and reclamation;
Alteration of flows; and
Obstruction of free fish passage.

Part 7A of the FM Act provides for the licensing of
actions that are likely to result in:

Harm to a threatened species, population or
ecological community;

Damage to critical habitat; or

Damage to a habitat of a threatened species,
population or ecological community.

The proposal does not involve works within aquatic
habitat and will not trigger consideration under
either Part 7 or Part 7A of the FM Act.

Heritage Act 1977 The Heritage Act aims to conserve non-Aboriginal NOT
heritage items such as buildings, works, relics and | APPLICABLE
places of historic, cultural, scientific, social,
archaeological, architectural, natural or aesthetic
significance.
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Any development or work that may affect an item
listed on the State Heritage Register (SHR) or
items identified as non-Aboriginal settlement
relics, can only be undertaken with approval from
the Heritage Branch of the OEH.

No items listed on the State Heritage Register or
identified as non-Aboriginal settlement relics
occur within or proximal to the proposed work

sites.
National Parks and Wildlife | Where new infrastructure is required on land NOT
Act 1974 (NP&W Act) reserved under the NP&W Act, authorisation under | APPLICABLE

the NP&W Act is required and the National Parks
and Wildlife Services would be a co-determining
authority for the REF.

The proposal is not located on land reserved under
the NP&W Act.

The NP&W Act is the principle statutory control Refer Section
for the protection for all Aboriginal places and 4.6

relics. Section 86 of the NPW Act states that it is
an offence to damage or desecrate an Aboriginal
place or relic without the prior written consent of
the Director-General of the NSW OEH.

No items of Aboriginal places or relics occur within
or proximal to the proposed work sites.

Protection of the The POEQ Act provides for the regulation and NOT
Environment Operations authorisation of discharges to the environment APPLICABLE
Act 1997 (POEO Act) through the issuing of an Environment Protection

Licence (EPL) for “scheduled” developments and
activities (as listed on Schedule 1 of the POEO
Act).

The proposal is not listed in Schedule 1 of the
POEO Act and an EPL is not required.

Roads Act 1993 Where proposals involve works on a major road, a | Refer Section
Road Occupancy Licence is required under the 4.7
Roads Act 1993.

The proposal will involve works within the road
easement of Lenore Drive, a major road

Water Act 1912 In NSW, the taking of water and its subsequent use | Refer Section
has historically been managed through a licensing | 4.4
framework under the Water Act 1912.

This licensing framework is transitioning to a new
licensing and approval framework under the Water
Management Act 2000.

This transition occurs for particular water sources
when a water sharing plan which applies to those

water sources commences. This transition process
is largely complete. Relevant to the proposal the

Water Act 1912 still applies to:
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Act, Plan or Policy Relevance Document
reference

e aquifer interference activities in all areas of
NSW.

Dewatering of excavations >3ML per year requires
a licence under the Water Act 1912.

Water Management Act Certain types of activities carried out on NOT

2000 (WM Act) waterfront land are defined as a controlled APPLICABLE
activity under the WM Act. ‘Waterfront land’
means the bed of any river, lake or estuary, and
the land within 40 m of the river banks, lake shore
or estuary mean high water mark.

As a public authority, Sydney Water is exempt
from requiring a controlled activity approval
(under Part 3 Division 2 Subdivision 4 Clause 41 of
the Water Management (General) Regulation
2018).

Regardless, the proposal will not be located on
waterfront land. Launching trenches for boring
beneath waterfront land will be located >100 m
from of Ropes Creek.
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4.1 Land use
4.1.1 Existing environment

The landscape within the WSEA precincts has been substantially altered as a result of past
agriculture and extractive activities, the construction and maintenance of electricity easements,
the more recently constructed Lenore Drive and industrial development.

The proposal will be predominantly located within the Lenore Drive road. Land adjacent to the
road easement comprises existing development, areas that will be developed in the future, a
Transgrid electricity easement, Ropes Creek and a vegetated riparian corridor either side of Ropes
Creek.

Under the WSEA, the proposal would be located predominantly within land zoned as General
Industrial (IN1) and partially within land zoned as Environmental Conservation (E2).

Zone E2 objectives are to:
protect, manage and restore areas of high ecological, scientific, cultural or aesthetic values

prevent development that could destroy, damage or otherwise have an adverse effect on those
values

Zone IN1 objectives are to:

facilitate a wide range of employment-generating development including industrial,
manufacturing, warehousing, storage and research uses and ancillary office space.

encourage employment opportunities along motorway corridors, including the M7 and M4.
minimise any adverse effect of industry on other land uses.
facilitate road network links to the M7 and M4 Motorways.

encourage a high standard of development that does not prejudice the sustainability of other
enterprises or the environment.

provide for small-scale local services such as commercial, retail and community facilities) that
service or support the needs of employment-generating uses in the zone.

Table 4-1 provides a summary of the proposed construction methods and approximate chainages as
relevant to the land tenure and zoning.

Table 4-1. Land tenure

0.0 14.1 IND1 Fitzpatrick land (Lot 2 DP 1215268) Connection with existing
14.1 45.2 IND1 RMS road easement Trenchless technology
45.2 514.9 | IND1 RMS road easement Open trench

514.9 | 637.9 | IND1 RMS road easement Open trench

637.9 | 642.9 | E2 Transgrid easement Open trench / launch pit
642.9 | 650.9 | E2 Transgrid easement Trenchless technology
650.9 | 834.0 | E2 Ropes Creek and riparian zone Trenchless technology
834.0 | 916.7 | IND1 RMS road easement (Lot 15 DP 1157491) | Trenchless technology
916.7 | 946.6 | IND1 RMS road easement (Lot 15 DP 1157491) | Trenchless technology
946.6 | 1226.7 | IND1 RMS road easement (Lot 16 DP 1157491) | Launch pit / open trench
1226.7 | 1242.4 | IND1 RMS road easement (Lot 16 DP 1157491) | Trenchless technology
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1242.4 | 1253.9 | IND1 RMS road easement (Lot 15 DP 1157491) | Trenchless technology

1253.9 | 1258.9 | IND1 RMS road easement (Lot 15 DP 1157491) | Connection with existing

4.1.2 Potential impacts

Excavation for a short section of open trenching and a boring launching pit will be located on land
zoned as E2 within the Transgrid electricity easement (see Figure 2-1). The easement is maintained
through regular slashing to minimise vegetation for safety reasons. The works have been located
within cleared areas. Consequently, the proposal would not adversely impact on the objectives of
this zone.

The remainder of the proposed Section 8-10 water main will be installed within land zoned as IN1
and is consistent in facilitating the objective of this zone. In particular, the supply of potable water
necessary for employment-generating development within the WSEA.

Short term impacts to the existing land uses will occur during the construction phase of the
proposal, including traffic and pedestrian disruption and noise impacts (refer Section 4.7 and 4.8
respectively). Once completed, the proposal would be unlikely to have any residual impacts to
current land uses.

4.2 Soil hazards

4.2.1 Existing environment
Soil

Both the road easement and riparian zone either side of the road bridge has been subject to
substantial earthworks; compacting of subgrade base; application of cement, asphalt and rock rip
rap.

The underlying soil landscapes in the proposal area are Blacktown and South Creek soils. Blacktown
soils are characterised by moderate erodibility, poor drainage and expansive subsoils. South Creek
soil areas are typified by floodplain on Quaternary Alluvium (alluvium, shale, sand and silt) in the
Cumberland Plain. Erosion hazards include localised sheet and gully erosion and widespread
streambank erosion.

Salinity

The proposal area is mapped as having moderate potential for salinity (DIPNR, 2002). PSM (2019)
classes soils from four bore locations as slightly to moderately saline (refer geotechnical report
provided in Appendix C).

Acid sulfate soil

The proposal is not located within the areas covered by the Acid Sulfate Soil Risk Map Data (2013),
and PSM (2019) consider the risk of acid sulphate soils as low.

Contaminated lands

A search of the EPA Contaminated Land Record for the suburbs of Erskine Park and Eastern Creek
did not found any recorded contaminated sites. Previous investigations for the Ropes Creek DCP on
behalf of the Department of Planning Industry and Environment (DoPIE) also found no evidence for
widespread contamination (Geotechnique, 2005, WSP | Parsons Brinckerhoff 2016).
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4.2.2 Potential impacts

Due to the highly modified nature of the proposal area is it considered that impacts as a result of
disturbance of potentially saline soils, acid sulfate soils or contamination are unlikely, providing
environmental safeguards are in place.

Potential impacts that may occur due to erosion of soils exposed during the excavation of trenches
and any stockpiling required is also considered to be a low risk, due to:

The majority of the works being located within existing hardstand areas;
Staging of the works to allow backfilling of open trenches prior to the end of each day’s work;

All works are located outside of flood prone areas mapped by Penrith and Blacktown Councils;
and

Implementation of environmental safeguards.

4.3 Water quality
4.3.1 Existing environment

Surface disturbance required for the proposal is located approximately 100m to the east and 175m
to the west of Ropes Creek and is located outside of flood prone areas. No other drainage lines
occur within the works area.

4.3.2 Potential impacts

Activities that have the potential to impact on the water quality of Ropes Creek include: the
disturbance to soils and risk of erosion; and sediment and contaminant laden run-off during the
construction phase of the proposal. In particular these risks can arise as a result of:

Rain events occurring whilst holes / trenches are open;

Fluid such as fuels, oils, hydraulic fluid, solvents etc. used in machinery and by workers on the
site; and

Inadequate erosion and sediment controls.

4.4 Groundwater
4.3.1 Existing environment

Geotechnical investigations conducted by PSM in May 2019 drilled five boreholes to a maximum
depth of 15.0 m (refer Appendix C). Figure 4-1 shows the approximate locations of each borehole
and Table 4-2 provides a summary of borehole locations and depths at which ground water was
encountered.

Table 4-2. Detection of groundwater in boreholes

BHO1 3.75m Under boring approximately 22 m towards Ropes Creek from
proposed launch pit excavation at chainage 642.9 m

BHO2 4.05 Under boring approximately 58 m towards Ropes Creek from
proposed launch pit excavation at chainage 642.9 m

BHO3 3.60 Under boring approximately 108 m towards Ropes Creek from
proposed launch pit excavation at chainage 642.9 m

BHO4 8.40 Under boring approximately 67 m towards Ropes Creek from
proposed launch pit excavation at chainage 946.6 m
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BHO5 Not observed Open trench excavation approximately 95 m east from
(terminated at proposed launch pit excavation at chainage 946.6 m.
4.70 m)

4.3.2 Potential impacts

Based on the results from the geotechnical assessment provided in Appendix C, temporary
dewatering of the proposed excavations is unlikely to be required.

Risks associated with the potential for groundwater to enter excavations are being avoided through
the following:

Maintaining excavation depths for trenching above anticipated groundwater levels; and

Directional drilling beneath Ropes Creek and adjacent riparian corridor.

4.5 Biodiversity
4.5.1 Existing Environment
Native vegetation

The proposal’s footprint is predominantly existing hardstand areas of the road easement. The
surrounding environment, which has the potential to be impacted indirectly comprises the following
areas:

A small stand of native vegetation located within the Transgrid electricity easement;
Ropes Creek and native vegetation associated with the Ropes Creek riparian corridor;

Native trees planted as part of landscaping works associated with the construction of Lenore
Drive; and

Native macrophytes (aquatic and semi aquatic plants) located within a wetland constructed by
the RMS to treat stormwater runoff discharging from Lenore Drive.

Threatened ecological communities

Mapping of remnant vegetation in the western Cumberland subregion (OEH, 2013) identifies
Cumberland Plain Woodland and River-flat Eucalypt Forest within the proposal alignment.

Cumberland Plain Woodland is a critically endangered ecological community (CEEC) in NSW under
the BC Act and nationally under the EBPC Act. River-flat Eucalypt Forest is an endangered
ecological community (EEC) in NSW under the BC Act.

The construction of Lenore Drive and associated drainage infrastructure and other industrial
development has cleared substantial areas of native vegetation mapped by OEH (2013) as is evident
in Figure 4-1.

High biodiversity values

The proposal site also contains areas mapped as containing high biodiversity values identified under
the BC Regulation (refer Section 3.4).

The construction of Lenore Drive and associated drainage infrastructure has cleared areas mapped
as containing high biodiversity values, which is assumed to have been based on native vegetation
mapped by OEH (2013). Figure 4-1 shows the extent of high biodiversity values in relation to the
existing environment.

Threatened species

FINAL REVIEW OF ENVIRONMENTAL FACTORS |[Page



Lenore Drive Potable Water Lead in Section 8-10 Case No.172727PW

Six threatened fauna species and one migratory species were recorded during field surveys
undertaken by Eco Logical (2016 within the Ropes Creeks Precinct north of Lenore, including:

Ardea ibis (Cattle egret), listed as migratory under the EPBC Act
Falsistrellus tasmaniensis (Eastern Freetail-bat) listed as vulnerable under the BC Act
Hieraaetus morphnoides (Little Eagle) listed as vulnerable under the BC Act

Miniopterus schreibersii oceanensis (Eastern Bent-wing Bat) listed as vulnerable under the BC
Act

Myotis macropus (Large-footed Myotis) listed as vulnerable under the BC Act

Pteropus poliocephalus (Grey-headed Flying Fox) listed as vulnerable under the BC Act and
EPBC Act

Scoteanax rueppellii (Greater Broad-nosed Bat) listed as vulnerable under the BC Act

Due to the highly disturbed nature of the road easement, the likelihood of any of the above listed
species occurring within the proposal area is considered unlikely.

Introduced species

Vegetation within the proposal footprint is dominated by Cynodon dactylon (common couch) and
introduced grasses such as Chloris gayana (Rhodes grass), Eragrostis curvula (African lovegrass) and
Paspalum dilatatum (Paspalum).

No State or Regionally priority weeds identified in the Greater Sydney Region Strategic Weed
Management Plan (LLS 2017-2022) are evident within the proposal footprint.

4.5.2 Potential impacts
No remnant native vegetation of fauna habitat would be cleared for the proposal.

The potential for native fauna to be harmed or be killed during construction activities is considered
to be unlikely.

Notwithstanding, there is a potential for fauna to become trapped or take refuge in excavations.

The risk of indirect impacts to native vegetation (e.g. sedimentation, dust emissions,
introduction/spread of introduces weed species) is considered low providing environmental
safeguards are implemented.
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4.6 Heritage
4.6.1 Existing environment
The following databases were searched relevant to the proposal location:
State Heritage Register (29 March 2019);
Australian Heritage Database (29 March 2019); and
NSW Aboriginal Heritage Information Management System (15 March 2019).
No registered sites were found within or proximal to the proposal site.

Review of an Aboriginal and historical heritage study prepared for the draft Ropes Creek DCP (Eco
Logical Australia, 2016) found twenty items of indigenous heritage significance and the locally
significant Chatsworth Estate homestead site within the Ropes Creek Precinct. All sites are located
approximately 700 m north of the proposal.

4.6.2 Potential impacts

The proposal would involve excavation within the Lenore Drive road easement and under boring
beneath Ropes Creek north of the Lenore Drive bridge.

Both the road easement and riparian zone either side of the road bridge has been subject to
substantial earthworks; compacting of subgrade base; application of cement, asphalt and rock rip
rap. Consequently, the risk of impacting on any previously unidentified heritage items as a result of
the proposal is considered highly unlikely.

4.7 Traffic

4.7.1 Existing environment

Lenore Drive is a classified road managed by RMS. The alignment and road easement of Lenore
Drive has been constructed to accommodate future road connections identified in the Erskine Park
Road Network Concept approved by State government (Department of Planning, 2009). These
include the Archbold Road extension and the Western North South Link Road.

Lenore Drive provides a shared path for pedestrian and cycling access y located along the northern
side of the road.

There are no access roads to or from Lenore Drive within the proposal’s footprint site nor is there
any parking available.

A driveway and gated access to the Transgrid electricity easement is located at approximate
chainage 553.2.

4.7.2 Potential impacts

No full road closures would be required for the proposal, however traffic control may be required
to allow the movement of construction plant and equipment to and from the works areas.

Should any partial road closure or traffic controls (i.e. reduced speed limits), the proposal has the
potential to temporarily increase travel time along Lenore Drive.

Access to the Transgrid electricity easement may be temporarily interrupted for up to 3 days,
although there is alternative access to the easement

The public shared pathway would be temporarily impacted during construction. Redirecting
pedestrians and cyclists to the other side of Lenore Drive is not possible.
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4.8 Noise

4.8.1 Existing environment

The area around the proposal site is zoned industrial and with the majority of the location yet to be
developed and currently vacant. Background noise in the area is dominated by traffic noise from
Lenore Drive, including a high range of heavy vehicle movement.

At the closest point to the proposal works area, the nearest sensitive residential receivers are
located approximately 160m away (Weaver Street and Cetus Place, Erskine Park) as shown on
Figure 4-1.

4.8.2 Potential impacts

Typical noises arising from the proposal would be associated with excavation machinery, boring
equipment, small machinery typical of building contractors, hand tools, compression equipment
and generators as well as small and large trucks and on-site communications between personnel.

Additional noise may be generated from heavy vehicles having to slow down and/or stop due to
traffic controls.

Potential noise impacts are not anticipated to be significant due to the existing background traffic
noise and temporary nature of the works.

Once operational, the proposal will not result in any change to the acoustic environment.

4.9  Air Quality

4.9.1 Existing environment

The main sources of particulate matter in the vicinity of the proposal would predominantly be that
from motor vehicle exhaust emissions. Other emissions from industrial activities may also impact on
ambient air quality but as most of the immediate area is yet to be developed, this would be
variable in response to climatic conditions.

4.9.2 Potential impacts

Potential impacts associated with construction of the proposal may include the generation of dust
and additional emissions.

Dust is typically generated through vehicle movements on unsealed surfaces and from windblown
dust generated from exposed areas. The sources of dust would be temporary in nature and only
occur during the construction period. The works would not be located in close proximity to
residents and therefore dust emissions are unlikely to cause disturbance, affect human health and
coat windows, cars etc.

Exhaust emissions from the operations of construction vehicles and plant will also generate
particulate emissions. Traffic disruptions during construction works also have the potential to
increase vehicle emissions in the local area. These impacts would also be short-term.
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The following safeguards have been developed to mitigate against potential impacts. They are to

be:

Included in tender specifications for the proposal; and

Incorporated into a project-specific construction environmental management plan (CEMP).

The CEMP is to be endorsed by the Water Servicing Coordinator (WSC), approved by the Developer
and reviewed by Sydney Water prior to any commencement of the works.

Table 5-1. Summary of environmental safeguards

General

All project staff and contractors will be inducted on the environmental
sensitivities of the work site(s) and relevant safeguards

Pre-
construction

The WSC will be notified immediately of any complaints relating to
management of environmental issues

To ensure compliance with Section 148(3) of the PoEO the Sydney
Water Case Manager must be notified of any pollution incidents that
have caused or threaten material harm to the environment.

The WSC will be notified if damage occurs to an area (vegetation, etc)
outside of the nominated work area

During
construction

commences

Soil and erosion
1.1 Prepare and implement an erosion and sediment control map Pre-

- - - construction
1.2 Install erosion and sediment control measures before construction

construction activities stop works and notify the WSC /Sydney Water

1.3 Develop contingency /incident measures for dealing with rain
1.4 Divert surface runoff away from sensitive areas and stockpiles During
; : : construction
1.5 Inspect erosion controls weekly and after rainfall. Fix damaged controls
immediately
1.6 Sweep roads/pathways at least daily, and before rainfall
1.7 Open trench excavations are to be staged to enable progress backfilling
of installed pipeline prior to the end of each day’s work
1.8 Stabilise all other disturbed areas as soon as possible
1.9 Backfilling of the trench excavation shall ensure that subsoil and
topsoil layers are replaced in the order they were removed and
compacted appropriately to ensure that preconstruction surface levels
are reinstated
Contamination
2.1 The CEMP shall include an unexpected finds procedure should Pre-
suspected contaminants be encountered (e.g. asbestos, discoloured construction
soil, chemical or petrol odours, refuse or leachate)
2.2 Should any suspected hazardous materials be observed during During

construction
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Water quality
3.1 Develop emergency procedures for chemical/fuel spills Pre-
construction
3.2 Discharge any potable water in accordance with Sydney Water’s During
Discharge Protocols construction
3.3 Keep a functioning 'spill kit' on site at all times
3.4 Store chemicals and fuels within designated bunded areas, identified
with appropriate signage. Record all stored chemicals on a register
with their MSDS’s
3.5 Do not use equipment with fuel, oil or hydraulic leaks. Repair or
remove equipment immediately
3.6 Test excavation water (should dewatering be necessary) to ensure

suitable quality for ground/stormwater disposal

Heritage - Aboriginal and non-Aboriginal

4.1 An unexpected finds / stop work protocol will be included in the CEMP | Pre-
construction
4.2 If an item (or suspected item) of heritage is discovered, cease works During
and contact the WSC and Sydney Water as soon as possible construction
4.3 Stop work if human remains are found and contact NSW Police
Flora and fauna
5.1 Delineate no-go areas on site plans to protect flora and fauna Pre-
: - : : construction
5.2 An unexpected finds / stop work procedure will be included in the CEMP
5.3 No native vegetation clearing is permitted During
5.4 Any weeds and/or topsoil material likely to be infested with weeds will construction
be bagged, removed from site within a week and disposed of at a
licensed waste disposal facility
5.5 Open excavations are to be checked daily to ensure they are clear of
fauna
5.6 If fauna is found on the construction site, stop work - all native fauna is
protected. Do not touch animal, wait for it to leave. If it is a
threatened species, call an ecologist immediately for advice. If not
threatened, call WIRES or a rescue agency
5.7 Vehicles, plant and machinery are to be clean and free of soil or

vegetative materials when arriving the works areas to ensure weeds
and/or pathogens are not introduced to the site

Noise and Vibration

6.1 Construction work and deliveries shall only be carried out during the
following hours: Mondays to Fridays: 7am to 6pm; Saturdays: 8am to
1pm. Sundays and Public Holidays: No work or deliveries permitted

6.2 Equipment will have noise mufflers and be well maintained

During
construction

Air quality - dust

7.1

Cover all loads
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7.2 Monitor work areas and stockpiles for dust generation and
seed/cover/spray to suppress

7.3 No matter of any kind is to be burnt

7.4 Maintain equipment to ensure no exhaust particulates are visible for
more than 10 continuous seconds

7.5 Do not leave vehicles idling

During
construction

Traffic and access

8.1

A Traffic Management Plan is to be developed for implementation
during construction work to the satisfaction of RMS including:

Staging plans, including temporary traffic and pedestrian
arrangements; and

Construction traffic control plan

8.2

If required, a Road Occupancy Licence under the Roads Act 1993 must
be obtained before works commence

8.3

Consultation with Transgrid is to be undertaken regarding access
requirements to the electricity easement.

Pre-
construction

Waste Management

9.1 Waste will be reused or classified and removed as soon as practicable
and disposed of in accordance with the EPA’s 2014 waste classification
guidelines to a licenced waste disposal facility

9.2 Transport and disposal dockets will be kept as proof of correct disposal
for everything that leaves site

9.3 Secure all wastes to avoid pollutants escaping

9.4 Any re-useable and recyclable materials and fittings will be removed
and stored safely and securely

9.5 Stop works and notify the WSC /Sydney Water if any contamination is

discovered

During
construction

Social and visual

10.1 Contain all work within the boundaries designated on the site plan

10.2 Restore work sites to as close to their original condition as possible

10.3 Minimise spread of stockpiles, waste, and parking

10.4 Notify the WSC immediately of any complaints or any accidental
damage to property

10.5 All personnel will exercise courtesy in dealing with the community

During
construction
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Clause 228 of the EP&A Regulation 2000 provides details of what must be taken into account when
considering the impact of any activity on the environment with Subclause 2 providing the specific
guidelines to be taken into account (refer Table 6-1).

Table 6-1. Response to Clause 228 (2) EP&A Regulation 2000

a) Any environmental impact on a
community

Construction activity may cause minor temporary impacts
due to noise, dust emissions and vibration related to
earthwork and construction activities. These impacts would
be short term and would be controlled by implementing
environmental safeguards.

There will be environmental improvements by providing a
reliable potable water service to local industry

b) Any transformation of a locality

The proposed work is a subsurface installation and would
not result in any residual transformation of the locality.

c) Any environmental impact on the
ecosystems of the locality

The proposed work will not result in environmental impacts
to ecosystems of the locality. The works have been
designed to avoid the need to clear native vegetation.

d) Any reduction of the aesthetic,
recreational, scientific or other
environmental quality or value of a
locality

As a subsurface installation the proposed work will not
result in a reduction of the aesthetic, recreational,
scientific or other environmental quality or value of the
locality.

e) Any effect on a locality, place, or
building having aesthetic,
anthropological, archaeological,
architectural, cultural, historical,
scientific or social significance of
other special value for present or
future generations

No non-Aboriginal localities, places or buildings of
significance or special value occur within the road easement
of Lenore Drive or would be affected by the proposal.

f) Any impact on the habitat of
protected fauna (within the meaning
of the NP&W Act)

The proposed work will not have any impact on the habitat
of protected fauna. The works have been designed to avoid
any impacts to habitat of protected fauna.

g) Any endangering of any species of
animal, plant or other form of life,
whether living on land, in water or
in the air

The proposed work will not be endangering any species of
animal, plant or other form of life, whether living on land,
in water or in the air.

h) Any long-term effects on the
environment

The proposed work will be relatively short in duration and
will not result in any residual or long-term impacts on the
environment.

i) Any degradation of the quality of
the environment

The proposed work will not cause the degradation of the
quality of the environment.

j) Any risk to the safety of the
environment

The proposed work is not considered to pose any risk to the
safety of the environment.

k) Any reduction in the range of
beneficial uses of the environment

The proposed work will not have any reduction in the range
of beneficial uses of the environment.
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) Any pollution of the environment

Environmental safeguards will mitigate the potential for the
proposed work to pollute the environment. No pollution of
the environment is expected.

m) Any environmental problems
associated with the disposal of
waste

The disposal of wastes will be conducted in accordance with
the environmental safeguards, and no environmental
problems associated with the disposal of waste are
expected.

n) Any increased demands on
resources (natural or otherwise) that
area, or are likely to become, in
short supply

The proposed work will not increase demand on resources,
that are, or are likely to become, in short supply.

0) Any cumulative environmental
effect with other existing or likely
future activities

The proposed work will not have any cumulative
environmental effect with other existing or likely future
activities.

p) Any impact on coastal processes
and coastal hazards, including those
under projected climate change
conditions

Not applicable. The proposed work is not located in a
coastal zone.
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Appendix C

Transgrid Design Drawings



Appendix D

HV Construction Methodology





