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Paver: Trihex   Colour: Charcoal  Finish: Standard
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PLAYFAIR ROAD NORTH CURL CURL, SYDNEY NSW 2099

CURL CURL NORTH PUBLIC SCHOOL DETAILED LANDSCAPE PLAN - 
BOUNDARY TREATMENT
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1)  EXISTING TREES TO SITE BOUNDARY TO BE RETAINED AND PROTECTED

2) MAIN ENTRANCE

3) EXISTING PLAYGROUND TO BE RETAINED AND PROTECTED

4) CAR PARK LANDSCAPE TREATMENT                 ECOTRIHEX - PERMEABLE PAVING 
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Industrial**Commercial
Domestic and Light

Commercial

88 x 181 x 80

Dimensions
(mm)
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88 x 181 x 80NSW ECOTRIHEX® 80mm YYYYYYYYYYYYYYWV12A3.943.5N

88 x 181 x 60VIC* ECOTRIHEX® 60mm YYYYYYYYYYYYYYWV10A2.9343.5N

92 x 181 x 80SA ECOTRIHEX® 80mm YYYYYYYYYYYYYYWV12A3.943.5N
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*80mm available, however minimum quantities apply, please ask your local Adbri Masonry representative for more details.
Note: Greater breaking loads can be achieved for industrial paving if requested. Please refer to your local representative for details.

QLD

Please note:

Size and thickness vary 

in each state this is a Made

to Order Product.

NSW VIC

ECOTRIHEX® Applications
What are it’s uses?
ECOTRIHEX® permeable pavers have the ability to be integrated into just about every segmental paving design to provide
total supplementary drainage.

ECOTRIHEX® permeable paving is fully compatible with Adbri Masonry’s TRIHEX® interlocking paving system.
Suggested design uses include:

Car parks Roads and roadside parking
Public areas subject to pedestrian traffic Surface run-off control
Tree surrounds Dedicated wash areas
Stormwater retention Paved areas for residential units and cluster housing

Application Chart

SA
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