




BUILDING SEPARATION
All proposed building separation distances comply with the 
requirements set out in the SEPP65 Apartment Design Guide. Four 
storey buildings are separated by a minimum of 12m, buildings up to 
eight storeys are separated by a minimum of 18m, and buildings nine 
storeys or higher are separated by a minimum of 24m.

Where full separation is not achieved, suitable screening will mitigate 
any privacy issues.

SOLAR ACCESS
The indicative design scheme has arranged building massing to 
maximise solar access to communal open space and public domain. 
Each principal open space will receive direct sunlight on the winter 
solstice, with increasing levels of sunlight available throughout the year.
Graphics: Plan diagram showing solar access to ground planeBelow 14 Storeys
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COMMUNAL AND PUBLIC OPEN SPACE
The indicative design scheme proposes a mix of public and communal 
open space totalling a minimum of 25% of the site area. Refer to 
Design Guideline 02.

ARCHITECTURAL DIVERSITY
While this masterplan has been prepared by Bates Smart and 
HASSELL, design work on the indicative design scheme has included 
contributions from Candalepas Associates, COX Architecture and 
Turner. The intent is for a variety of architects to prepare Stage 2 DAs 
as the project progresses. Refer to Design Guideline 12

Public Open Space

Communal Open Space at Ground Level

Rooftop Communal Open Space

IVANHOE� 97

STAGE 1 SSDA DESIGN REPORT

+



5.2
GROUND LEVEL 
INTERFACE
The masterplan proposes a range of non-residential uses at ground 
level, focused around Main Street and the new public open spaces. 
They comprise:
// Buildings A1 and B3 propose childcare centres
// Building B1 proposes a residential aged care facility
// Building B2 is a school with a publicly accessible multipurpose hall at 
ground level

// Buildings C1 and C2 propose retail fronting the town square
// Building C2 proposes a community hub fronting the village green
// Building C3 proposes a publicly accessible swimming pool also 
fronting the village green. The location of the pool may change 
subject to design development.

// Building D3 proposes Community Housing Provider offices 
connecting to a dedicated garden.

Residential buildings are arranged to provide a more civic character 
to Main Street and a more intimate residential character to the 
neighbourhood streets.
The civic character of main street is reinforced by the taller 14 storey 
buildings coming to ground, with communal courtyards spatially 
‘open’ to main street.
On residential streets, a two-three storey scale is expressed at the 
base of the buildings, to assist in defining a human scale to the 
streetscapes.

IVANHOE� 98

STAGE 1 SSDA DESIGN REPORT

+



1:1,250 @ A3

MA Offices

RACF

Multipurpose 
Hall & School

Retail

Retail

Childcare

S
w

im
m

in
g 

P
oo

l

Childcare

School Garden

Town 
Plaza

Village 
Green

Forest 
Playground

Communal 
Courtyard/
Community 

Garden

Shrimptons 
Creek

Entry
Clearing Main Street

H
e

rr
in

g
 R

o
a

d

Epping Road

New Entry

Forest 
Threshold

Forest 
Threshold

Garden 
Mews

Garden 
Mews

Garden 
Mews

Forest 
Threshold

Retail

Lyonpark Road Br idge

Communal 
Courtyard/
Community 

Garden

Communal 
Courtyard/
Community 

Garden

Communal 
Courtyard/
Community 

Garden

IVANHOE� 99

STAGE 1 SSDA DESIGN REPORT

+



STREET ACTIVATION
The Indicative design scheme has been developed to maximise 
ground level activation with public and community uses fronting 
Main Street the Town Square and the Village Green. Superlots have 
been designed with multiple cores and with several small entries 
per building. Apartment buildings have been designed with duplex 
typologies at ground level which, along with the townhouses, provide 
regular front doors with front gardens overlooking the street. Refer to 
Design Guideline 05

SITE LEVELS
The masterplan proposes a new road network with levels set to 
provide an accessible route throughout the site. Alongside the 
Shrimptons Creek corridor, building floor levels have been determined 
to comply with flooding levels.
Both of these constraints have been used to determine the number 
of levels which can be accommodated within the proposed building 
envelopes. 
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LOADING AND SERVICING
Garbage and waste collection is generally proposed within basement 
loading areas to minimise impact on the building frontages. The 
number of basement car park entries have been minimised and 
located to minimise pedestrian conflicts. Refer to Design Guideline 06.

TYPICAL NEIGHBOURHOOD STREET
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5.3
TYPICAL LEVEL

The indicative design scheme proposes the majority of residential 
buildings are arranged in efficient floorplates oriented in a southwest/
northeast direction to maximise solar access to both apartments and 
ground level open space. The exceptions to this rule are buildings B1 
and D1 which are oriented in the other direction and propose multiple 
cores to maximise solar access. Buildings C2 and C4 have angled 
facades fronting public open space, which are rotated so that the east 
facade also receives solar access.
The proposed masterplan proposes nearly 30% social housing in 
addition to 128 affordable housing dwellings. The masterplan is 
underpinned by the principle of tenure blindness, with no external 
indicators of tenure type in the design and layout of the community. 
Social and market housing are evenly distributed throughout the 
delivery stages, with a diverse architectural character for all tenure 
types, equitable frontage to the public domain and communal open 
space, and ready access to all communal facilities for all residents.
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SOLAR ACCESS
Buildings have been arranged to maximise opportunities for solar 
access. As evidenced in the solar access and shadow analysis 
provided in Appendix D, the Masterplan can achieve 70% of 
apartments with 2 hours solar access at midwinter on a site wide 
basis as well as for each development lot. Based on the layouts 
prepared in the indicative design scheme, fewer than 15% of 
apartments will receive no direct sunlight between 9am and 3pm on 
the winter solstice.

NATURAL VENTILATION
The indicative design scheme proposes lift lobbies which receive 
natural light and ventilation. All buildings within the indicative scheme 
have been arranged to ensure that 60% of dwellings within the first 
nine storeys of the building have dual or corner aspects and will be 
naturally cross ventilated.
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All computer generated images / artists impressions have been provided 
for illustrative purpose only, and are subject to authority approval




