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REDUCED LEVELS ARE TO AUSTRALIAN HEIGHT DATUM (AHD).

COORDINATE TO GEOCENTRIC DATUM OF AUSTRALIA 2020
(GDA2020) MAP GRID OF AUSTRALIA (MGA) ZONE 56.

ALL DIMENSIONS AND LEVELS IN METRES UNLESS NOTED.

ALL TEMPORARY LINES AND PAVEMENT MARKING TO BE
WATERBORNE PAINT PER RMS SPECIFICATION R144.

ALL RAISED PAVEMENT MARKERS TO BE PLACED IN
ACCORDANCE WITH RMS SPECIFICATION R142 AND RMS
DELINEATION MANUAL.

EXISTING DRAINAGE REGIME AND OVERLAND FLOW PATHS
MUST BE MAINTAINED AND NOT BE IMPEDED BY THE PROPOSED
WORKS.

APPROPRIATE UTILITY INVESTIGATION AND COORDINATION IS
TO BE UNDERTAKEN BY THE CONTRACTOR PRIOR TO
COMMENCEMENT OF WORKS.

FOR SIGNAGE AND TRAFFIC MANAGEMENT DETAILS REFER TO
TRAFFIC MANAGEMENT PLAN (TMP) BY ALLROADS.

LOCAL ACCESSES ACROSS WORK ZONE TO BE MANAGED
UNDER TRAFFIC CONTROL.
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