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MAMRE ROAD DATA CENTRE CAMPUSSSDA SUBMISSION
MAMRE ROAD DATA
CENTRE CAMPUS

STAGE 1 PHASE 1

250731 KC KC

BG BGSYD4 A0

01 16.09.25 DRAFT 10% CONCEPT DESIGN
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FOR SSDA - DRAFT
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FOR SSDA SUBMISSION

UPDATED FOR SSDA SUBMISSION

06 25.11.25 UPDATED FOR SSDA SUBMISSION

Landscape Master Plan
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Trunk drainage to be planted in accordance 
with the Aerotropolis Regional Stormwater 
Infrastructure Guideline. Refer drawing no. 
00403

Generous landscape setback to soften building facade proposed with 
canopy trees of Eucalyptus fibrosa, Corymbia maculata and smaller 
trees of Melaleuca linariifolia, and Tristaniopsis laurina

Temporary emergency accessNative shrubs to the understorey with species of 
Breynia oblongifolia and Dilwynia sieberi, as well as 
grasses of Lomandra multiflora and Themeda australis

Inground OSD 1m below ground level. Small trees to 
include Acacia binervia and Acacia decurrens.

INGROUND 
OSD

Trees in groups of 3-5 with 2m offset between groups to 
comply with planning for bush fire requirements

Trees planted at every 10 car 
spaces to comply with the DCP

Fire hydrant and booster assembly

Smaller Hymenosporum flavum 
trees adjacent to truck parking

Tiered retaining wall 
to Mamre Road per 
Engineers details

Planting along road 1 to include canopy 
trees and native undestorey planting

Outer 3m secure zone from anti-climb fence 
to have low non-climbable groundcovers

Outer 3m secure zone from anti-climb fence 
to have low non-climbable groundcovers

Outer 3m secure zone from anti-climb fence 
to have low non-climbable groundcovers

Outer 3m secure zone 
from anti-climb fence to 
have low non-climbable 
groundcovers

Smaller Melaleuca linariifolia 
trees next to truck parking

Trees planted at every 10 
car spaces to comply with 
the DCP
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Planting to COSH to have flowering 
groundcovers and shrubs such as 
Correa alba, Westringia ‘Blue Gem’ and 
Brachyscome multifidia ‘Break O Day’

Trees in groups of 3-5 with 2m offset between groups to 
comply with planning for bushfire requirements

Lower limbs removed up to a 
height of 2m above ground as 
required in planning for bush fire

WEST CAMPUS

EAST CAMPUS

SERVICES TRENCH

EMERGENCY ACCESS

SERVICES TRENCH

UNDERPASS

EMERGENCY ACCESS

Proposed trees as per riparian edge 
planting palette 

Melaleuca bracteata ‘Revolution Gold’ 
street trees to Road 1 as per Penrith 
Council’s Street Tree Masterplan

Tristaniopsis laurina street trees to Road 2 as 
per Penrith Council’s Street Tree Masterplan

INGROUND 
OSD

LEGEND
DARK BLUE LINE INDICATES WHEN 
LANDSCAPING IS TO BE INSTALLED 
AS PART OF PHASE 1 & PHASE 2

GREEN LINE INDICATES WHEN 
LANDSCAPING IS TO BE INSTALLED 
AS PART OF PHASE 3 & PHASE 4

PINK LINE INDICATES WHEN 
LANDSCAPING IS TO BE INSTALLED 
AS PART OF PHASE 5 & PHASE 6

Draping plants to 
soften front of tiered 
sandstone walls


