
 

 

CROWN GROUP 

EASTLAKES TOWN CENTRE 
NORTH SITE - MALL 
SECTION J PARTS J1-J2 COMPLIANCE 
REPORT 
 

JULY 2017   

  
 



 

This document may contain confidential and legally privileged information, neither of which are intended to be waived, and must be 
used only for its intended purpose. Any unauthorised copying, dissemination or use in any form or by any means other than by the 
addressee, is strictly prohibited. If you have received this document in error or by any means other than as authorised addressee, please 
notify us immediately and we will arrange for its return to us. 
 

   
OUR REF: 2302881U 0 2 AHA170630 SECTION J COMPLIANCE REPORT FINAL 
JULY 2017 

EASTLAKES TOWN CENTRE 
NORTH SITE - MALL 
SECTION J PARTS J1-J2 COMPLIANCE 
REPORT 
CROWN GROUP 

WSP 
LEVEL 27, 680 GEORGE STREET  
SYDNEY NSW 2000 
GPO BOX 5394  
SYDNEY NSW 2001 
 
TEL: +61 2 9272 5100 
FAX: +61 2 9272 5101 
WSP.COM 

 

REV DATE DETAILS 

00 30/06/2017 ISSUE FOR COMMENT 

01 04/07/2017 FINAL FOR S75W ISSUE 

 

 NAME DATE SIGNATURE 

Prepared by: Allissa Abrenica 04/07/2017 
 

Reviewed by: Nick Asha 04/07/2017 
 

 

Approved by: Nick Asha 04/07/2017 
 

 

 



 
 
 

 

1 INTRODUCTION .................................................................................... 1 

1.1 Project Description and Purpose of report ............................. 1 

1.2 Source of Information ....................................................................... 1 

1.3 Building Classification ..................................................................... 1 

1.4 Assessment Method .......................................................................... 1 

2 PART J1 BUILDING FABRIC ........................................................... 2 

3 PART J2 GLAZING ............................................................................... 3 

4 ADDITIONAL PART J1 AND J2 COMMENTS 
TO NOTE .................................................................................................... 4 

4.1 General Requirements .................................................................... 4 

4.2 Bulk Insulation .................................................................................... 4 

5 PART J3 BUILDING SEALING ...................................................... 5 

6 CONCLUSION ......................................................................................... 6 

FLOOR MARK-UP ....................................................................................... A-1.2 

WALL MARK-UP .......................................................................................... A-1.3 

ROOF MARK-UP .......................................................................................... A-1.4 

 

TABLE OF 
CONTENTS 





  

 

 
 

PROJECT NO 2302881U 
EASTLAKES TOWN CENTRE 
NORTH SITE - MALL 
SECTION J PARTS J1-J2 COMPLIANCE REPORT 
CROWN GROUP 

WSP 
JULY 2017 

PAGE 1 
 

1 INTRODUCTION 

1.1 PURPOSE OF REPORT 
The purpose of this report is to provide a statement pertaining to the building envelope performance requirements 
necessary to meet Parts J1 Building Fabric and J2 Glazing, Section J Energy Efficiency, Volume One of the National 
Construction Code (NCC) Series 2016 based on the Deemed-to-Satisfy (DTS) provisions. 

1.2 SOURCE OF INFORMATION 
The following sources of information were used to undertake the Part J1 and Part J2 DTS provisions assessment: 

 Part J1 – J3, Section J, Volume One of the NCC Series 2016 

 Australian Building Codes Board (ABCB) glazing calculator 2014 (current version) 

 Glazing selection: Manufacturer declared data 

 Architectural drawings: S75W 130000 to S75W 130009 For Approval drawings revised on 29/06/2017 

 Correspondence between WSP and FJMT 

1.3 BUILDING CLASSIFICATION 
Under Part A3.2 of Volume One of the NCC Series 2016, the mall at the north site of the Eastlakes Town Centre 
development is categorised as a Class 6 building, ‘A shop or other building for the sale of goods by retail or the supply 
of services direct to the public’. 

The site is located within Climate Zone 5. 

1.4 ASSESSMENT METHOD 
The compliance assessment method applied is outlined below: 

 Section J, Part J1 requires a comparison of the proposed building fabric against the DTS provisions 

 Section J, Part J2 requires the completion of the ABCB glazing calculator for glazing in each storey, including 
any mezzanine, where the glazing is in the external fabric facing and for each orientation 

 Section J, Part J3 requires the appropriate sealing of relevant building elements to restrict air infiltration 

The applicable building elements (building fabric and glazing) are all those which form part of the building envelope 
(all building elements that separate conditioned spaces from non-conditioned spaces). 
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2 PART J1 BUILDING FABRIC 
Table 1 summarises Part J1 DTS provisions for building fabric. 

Insulation R-values are in units of m2.K / W. The R-values stated in the table below relate to the total system R-values 
across a construction build-up. 

See Appendix A-1 for a mark-up of applicability of the J1 building fabric requirements for the north site mall. 

Table 1: Summary of Part J1 DTS provisions 

BUILDING ELEMENT REQUIREMENTS 

All insulation ≥ R0.2 

All insulation must form a continuous barrier with ceilings, walls, 
bulkheads, floors or the like that inherently contribute to the 
thermal barrier. 

Suspended floors R2.0  

Between conditioned and non-conditioned internal space (e.g. 
suspended floor retail and basement car park). 

External walls Total construction insulation rating must be minimum R2.8 for 
all walls. 

This assessment assumes all walls have a surface density less than 
220kg/m². 

For walls that have a surface density > 220kg/m², the minimum 
total insulation requirement may be reduced as follows: 

 R2.3 minimum 

 R1.8 minimum for south oriented walls, or 

 R1.8 minimum for walls shaded with a projection casting a 
shade angle between 30° and 60°, or 

 R1.3 minimum for walls shaded with a projection casting a 
shade angle > 60° 

All wall constructions are assumed to have adequate lining/stud cavity 
depth to install the required thickness of insulation. 

Envelope walls other than 
external walls (e.g. between 
conditioned and non-
conditioned internal spaces) 

≥ R1.0 for walls other than an external wall where air change rates 
are < 1.5 air changes per hour (ach) 

≥ R1.8 for all other cases 

Roof ≥ R3.2 for upper surface solar absorptance of ≤0.4 

≥ R3.7 for upper surface solar absorptance of >0.4 and ≤0.6 

≥ R4.2 for upper surface solar absorptance of >0.6 
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3 PART J2 GLAZING 
Table 2 summarises Part J2 DTS provisions for glazing and a compliant example product for reference. 

All shadings as per the Architect’s drawings have been included in the glazing calculators. “Device” has been included 
where appropriate in accordance with Part J2.5 (b). 

The U-value and SHGC given in the table below are whole of window system values and allow for both frame and glass 
effects. 

See Appendix A-2 for a mark-up of that glazing area that have been identified for each orientation and Appendix A-3 
for the completed glazing calculator. 

Table 2: Required glazing performance and recommended product 

ORIENTATION 
REQUIRED U-

VALUE 
REQUIRED 

SHGC 

COMPLIANT EXAMPLE PRODUCT 

GLAZING SYSTEM 
GLASS 

COMPOSITION 
U-VALUE SHGC 

Internal Glazing Not more than 3.1 
W/m².K 

Not less than 
0.35  

Capral 419 Flushline 
100 mm Frame Series 
– Double Glazed, 
Aluminium Frame 

6.38 mm 
ComfortPlus 
Neutral + 12 mm 
Air Gap + 6 mm 
Clear 

2.9 W/m².K 0.4 

East Glazing Between 1.5 and 8.0 
W/m².K 

Not more 
than 0.4 

South West Glazing Not more than 3.2 
W/m².K 

Not more 
than 0.4 

North West 
Glazing 

Between 1.5 and 8.0 
W/m².K 

Between 0.1 
and 0.8 

South Glazing Not more than 2.9 
W/m².K 

Not less than 
0.34 

Note: The compliant example glazing product is presented for information only. This demonstrates that the glazing performance 
requirements detailed are achievable with commercial glazing products. It is the responsibility of the architect or contractor to 
select glazing products which meet the stated U-value and Solar Heat Gain Coefficient (SHGC) performance requirements. 

Other combination of U-value and SHGC may be compliant and can be verified using the NCC glazing calculator. 
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4 ADDITIONAL PART J1 AND J2 
COMMENTS TO NOTE 

4.1 GENERAL REQUIREMENTS 
Insulation is to comply with AS/NZS 4856.9 and be installed so it abuts or overlaps adjoining insulation other than at 
supporting members such as studs, noggins, joists, furring channels and the like where insulation must be against the 
member. 

All insulation must form a continuous barrier with ceilings, walls, bulkheads, floors or the like that inherently 
contribute to the thermal barrier. 

4.2 BULK INSULATION 
Bulk insulation should be installed so that it maintains its position and thickness other than where it is compressed 
between cladding and supporting members, water pipes, electrical cabling or the like. 
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5 PART J3 BUILDING SEALING 
Table 3 summarises the building sealing performance requirements to demonstrate compliance with the Part J3 
Building Sealing DTS provisions. 

Table 3: Building sealing performance requirements to demonstrate compliance 

PART COMMENTS 

J3.1 Applicable – Part J3 is applicable to this development. 

J3.2 Not Applicable – There are no chimneys or flues. 

J3.3 Not Applicable – There are no roof lights. 

J3.4 The following to be covered in the Architectural specification: 

 A seal to restrict air infiltration must be fitted to each edge of a door, openable 
window or the like forming part of the envelope of a conditioned space 

 For a seal required on the bottom edge of an external swing door, a draft protection 
device must be installed 

 The other edges of an external door may be a foam or rubber compression strip, 
fibrous seal or the like. 

This requirement is met by windows complying with AS 2047. 

J3.5 To be covered in the Mechanical specification. 

J3.6 The following to be covered in the Architectural specification: 

 Window and door frames, to be enclosed by internal lining systems 

OR 

 Sealed by caulking, skirting, architraves, cornices or the like. 

J3.7 Not Applicable – There are no evaporative coolers. 
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6 CONCLUSION 
Based on the analysis performed and subject to the incorporation of the recommendations: 

 The building fabric meets the performance requirements Part J1 of Section J of Volume One of the NCC Series 2016 

 The glazing meets the performance requirements of Part J2 of Section J of Volume One of the NCC Series 2016.
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