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DOC. NUMBER A-03002

CODE LOCATION ITEM Description SUPPLIER/PRODUCT NOTES

ASP Entry Asphalt Vehicle trafficable hot mix Asphalt AC10 30mm 200mm DGB20 over 
150mm Slab

BAL1 Amphitheatre Balustrade Vertical Palisade balustrade to edge of amphitheatre powdecoat finish 
Asteroid pearl matt or similar 

BIKE RACKS Ground floor Bike Racks Galvanised bike rails BST03 Semi hoop Hot Dipped Galv. Street 
furniture Australia 

BL1 Ground floor Bollard Fixed galvanised bollard surface mounted Street furniture Australia 
BL2 Ground floor Bollard Removable surface fixed galvanised bollard Street furniture Australia 
BENCH1 Ground floor Bench type 1 Quatro Flinders Short Bench with 90 deg return 350mm above ground 

finish to match CON 1
FLN-C2-4 Quatro Design 

BENCH2 Ground floor Bench type 2 Equal to Mall Curved slim Bench Aluminium powder-coated frame with 
alundum coloured battens 3 module (internal radius 1500mm)

CMM8-C Street Furniture Australia 

Basketball Ground floor Basketball Ring Moodie 24223 with sleeve Moodie Outdoor
CON1 Ground floor Concrete Pavement Type 1 Coloured concrete  with paving bands (brick) 
CON2 Ground floor Concrete Pavement Type 2 Plain Concrete with Non slip finish to match Inner City high School 

Benchmark 
CON3 Ground floor Concrete Pavement Type 3 Concrete slab to Civil engineers detail with applied finish to basketball 

court and line marking (white) 
Plexipave court craft Australia 

EDGE1 Edge type 1 Galvanised steel 150 100 x 6 flat bar edging - as detailed  
Fixing: 300 x 12mm Dia Galvanised Steel Rod (tapered). Welded and 
installed @ 900 CCs (max)  

EDGE2 Edge type 2 150mm high concrete kerb rail to tree surround 

EX FN3 Existing perimeter  play court fence Ball court Fence Existing Sports Ground Fencing 
FN3 perimeter  play court fence Ball court Fence Nom 2,400 high full Height PVC chain link fence Sports Ground 

Fencing  
Refer to the Educational Facilities Standards and Guidelines.

FN4 Pedestrian fence Palisade fence 2150 high powder coated fence 
DoE security unit’s specification for tubular steel security fence powdercoat 
finish 

GA1A Phase 1 School Entry Vehicular Gate - 
Phase1

Custom Track sliding vehicle gate pwdercoat finish motorised DoE to 
meet security unit’s specification for tubular steel security fence 
powdercoat finish 

GA1B Phase 1 School Entry Pedestrian Gate - 
Phase1

Single leaf pedestrian gate with Vi/ CR and intercom card on entry & 
exit DoE security unit’s specification for tubular steel security fence 
powdercoat finish 

GA2A Phase 2 School Entry Vehicular Gate - 
Phase2

Double leaf pedestrian gate 
Finishes to match site fence 

GA2B Phase 1 School Entry Pedestrian Gate - 
Phase2

Single leaf pedestrian gate on entry & exit. Finishes to match site fence 

GA4 Ground floor Pedestrian gate Single leaf Proprietary locking mechanism: Internal protected encased 
locking device positioned 1500mm from bottom of gates.

Proprietary item: Broadhurst lock.
Slide bolt to be lockable in both open and closed positions.

GA5 Ground floor Egress gate Double leaf gate 
Finishes to match FN2

GRD1 Grated Drain Supply and install 100 wide trench grate- with stainless steel heelsafe 
anti-slip grate. Connect to stormwater system.

GRV1 Interface with heritage buildings Gravel Supply and install gravel Crushed sandstone resin bound to areas within 
10 m of circulation routes

GPOX External GPO General Power Outlet & wifi access
HRX1 Stairs, Ramps External Single Handrail 42mm Diameter galvanised tube
HRX2 Stairs External Double Handrail Central 42mm Diameter galvanised tube 
MUL1 Mass planted areas Mulch Supply and install organic mulch 

75mm mulch, 15mm grade, aged / composted pine bark fines

Australian native Landscapes playground 
mulch 

MPB1 Ground floor Mass planting bed type1 Garden profile on grade 500-600mm deep imported soil over capping 
profile to civil engineers detail 

Benedict Smart mix number A (150mm) 
Bendicts Smart mix number B (350-450mm)

MPB2 Ground floor Mass planting bed type2 Tree pits 850mmm deep Benedict Smart mix number A (150mm) 
Bendicts Smart mix number B (650mm)

MPB3 Ground floor Mass planting bed typ3 to 
existing fig tree 

Tree pits varies 200-650mm to arborist approval Benedict Smart mix number A (150mm) 
Bendicts Smart mix number B (650mm)

MPB4 Ground floor Mass planting bed type4 Garden profile on grade 300-450mm deep imported soil over capping 
profile to civil engineers detail 

Benedict Smart mix number A (150mm) 
Bendicts Smart mix number B (150-300mm)

LIGHT External lighting Subject to external lighting design schedule
EX PAV1 Ground floor Existing Paving to be retained Existing Paving to be retained

SFT1 Ground floor Softfall EPDM softfall rubber coloured and no mounded Moodie outdoor 
PIT under deck Stormwater pit Stormwater pit integrated to civil engineers detail
EX RW1 Ground floor Wall Type 1 Existing Heritage wall to be retained & modified and made good 
EX RW2 Ground floor Wall Type 2 Existing wall to be retained & protected
RW4 Ground floor Wall Type 4 Reinforced Blockwork core filled walls 140mm to engineers detail
EX RW5 Ground floor Wall Type 5 Existing heritage pier and kerb to be retained & modified 
SN1 Stair Nosing Type 1 Vitrified ceramic non slip grooved stair nosing
SN2 Stair Nosing Type 2 Compliant safety stair nosing for installation set onto timber step finish
SPF New openings cut into heritage walls Galvanised Portal Frame First Coat Interzinc 52 

Second Coat Intercure 420 
Final Coat Interthane 870 metallic – Semi-gloss to meet 
ISO12944-2 as C4 high corrosivity classification.

Protective Coating System To detail

TAP Hose tap Non potable water vandal proof hose tap connection for irrigation and 
wash down

TD1 Ground floor Timber Decking Timber Decking on suspended framing system on concrete pad 
footings, (footing design to engineer’s detail) with kerb rail to tree 
surround (Spotted gum) 

TGSI Tactile Indicators Stainless Steel D TAC/AS-SS-Classic 
TRF1 Equipment play Turf Type1 Astro turf “tiger play” Tiger turf or similar 
Playquipment Equipment play Proprietary play equipment Pc sum 
W1 Ground floor Bollard Iguzzini Walky LED H900 Round Bollard with round optic assesm Refer to Lighting Consultant Schedule
W2 Ground floor Spotlight Iguzzini Walky LED H900 Round Bollard with round optic assesm Refer to Lighting Consultant Schedule
P1 Ground floor Pole Light Type 1 Iguzzini Walky LED H900 Round Bollard with round optic assesm Refer to Lighting Consultant Schedule
P2 Ground floor Pole Light Type 2 Iguzzini Walky LED H900 Round Bollard with round optic assesm Refer to Lighting Consultant Schedule
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ASP Entry Asphalt Vehicle trafficable hot mix Asphalt AC10 30mm 200mm DGB20 over 
150mm Slab

BAL1 Amphitheatre Balustrade Vertical Palisade balustrade to edge of amphitheatre powdecoat finish 
Asteroid pearl matt or similar 

BIKE RACKS Ground floor Bike Racks Galvanised bike rails BST03 Semi hoop Hot Dipped Galv. Street 
furniture Australia 

BL1 Ground floor Bollard Fixed galvanised bollard surface mounted Street furniture Australia 
BL2 Ground floor Bollard Removable surface fixed galvanised bollard Street furniture Australia 
BENCH1 Ground floor Bench type 1 Quatro Flinders Short Bench with 90 deg return 350mm above ground 

finish to match CON 1
FLN-C2-4 Quatro Design 

BENCH2 Ground floor Bench type 2 Equal to Mall Curved slim Bench Aluminium powder-coated frame with 
alundum coloured battens 3 module (internal radius 1500mm)

CMM8-C Street Furniture Australia 

Basketball Ground floor Basketball Ring Moodie 24223 with sleeve Moodie Outdoor
CON1 Ground floor Concrete Pavement Type 1 Coloured concrete  with paving bands (brick) 
CON2 Ground floor Concrete Pavement Type 2 Plain Concrete with Non slip finish to match Inner City high School 

Benchmark 
CON3 Ground floor Concrete Pavement Type 3 Concrete slab to Civil engineers detail with applied finish to basketball 

court and line marking (white) 
Plexipave court craft Australia 

EDGE1 Edge type 1 Galvanised steel 150 100 x 6 flat bar edging - as detailed  
Fixing: 300 x 12mm Dia Galvanised Steel Rod (tapered). Welded and 
installed @ 900 CCs (max)  

EDGE2 Edge type 2 150mm high concrete kerb rail to tree surround 

EX FN3 Existing perimeter  play court fence Ball court Fence Existing Sports Ground Fencing 
FN3 perimeter  play court fence Ball court Fence Nom 2,400 high full Height PVC chain link fence Sports Ground 

Fencing  
Refer to the Educational Facilities Standards and Guidelines.

FN4 Pedestrian fence Palisade fence 2150 high powder coated fence 
DoE security unit’s specification for tubular steel security fence powdercoat 
finish 

GA1A Phase 1 School Entry Vehicular Gate - 
Phase1

Custom Track sliding vehicle gate pwdercoat finish motorised DoE to 
meet security unit’s specification for tubular steel security fence 
powdercoat finish 

GA1B Phase 1 School Entry Pedestrian Gate - 
Phase1

Single leaf pedestrian gate with Vi/ CR and intercom card on entry & 
exit DoE security unit’s specification for tubular steel security fence 
powdercoat finish 

GA2A Phase 2 School Entry Vehicular Gate - 
Phase2

Double leaf pedestrian gate 
Finishes to match site fence 

GA2B Phase 1 School Entry Pedestrian Gate - 
Phase2

Single leaf pedestrian gate on entry & exit. Finishes to match site fence 

GA4 Ground floor Pedestrian gate Single leaf Proprietary locking mechanism: Internal protected encased 
locking device positioned 1500mm from bottom of gates.

Proprietary item: Broadhurst lock.
Slide bolt to be lockable in both open and closed positions.

GA5 Ground floor Egress gate Double leaf gate 
Finishes to match FN2

GRD1 Grated Drain Supply and install 100 wide trench grate- with stainless steel heelsafe 
anti-slip grate. Connect to stormwater system.

GRV1 Interface with heritage buildings Gravel Supply and install gravel Crushed sandstone resin bound to areas within 
10 m of circulation routes

GPOX External GPO General Power Outlet & wifi access
HRX1 Stairs, Ramps External Single Handrail 42mm Diameter galvanised tube
HRX2 Stairs External Double Handrail Central 42mm Diameter galvanised tube 
MUL1 Mass planted areas Mulch Supply and install organic mulch 

75mm mulch, 15mm grade, aged / composted pine bark fines

Australian native Landscapes playground 
mulch 

MPB1 Ground floor Mass planting bed type1 Garden profile on grade 500-600mm deep imported soil over capping 
profile to civil engineers detail 

Benedict Smart mix number A (150mm) 
Bendicts Smart mix number B (350-450mm)

MPB2 Ground floor Mass planting bed type2 Tree pits 850mmm deep Benedict Smart mix number A (150mm) 
Bendicts Smart mix number B (650mm)

MPB3 Ground floor Mass planting bed typ3 to 
existing fig tree 

Tree pits varies 200-650mm to arborist approval Benedict Smart mix number A (150mm) 
Bendicts Smart mix number B (650mm)

MPB4 Ground floor Mass planting bed type4 Garden profile on grade 300-450mm deep imported soil over capping 
profile to civil engineers detail 

Benedict Smart mix number A (150mm) 
Bendicts Smart mix number B (150-300mm)

LIGHT External lighting Subject to external lighting design schedule
EX PAV1 Ground floor Existing Paving to be retained Existing Paving to be retained

SFT1 Ground floor Softfall EPDM softfall rubber coloured and no mounded Moodie outdoor 
PIT under deck Stormwater pit Stormwater pit integrated to civil engineers detail
EX RW1 Ground floor Wall Type 1 Existing Heritage wall to be retained & modified and made good 
EX RW2 Ground floor Wall Type 2 Existing wall to be retained & protected
RW4 Ground floor Wall Type 4 Reinforced Blockwork core filled walls 140mm to engineers detail
EX RW5 Ground floor Wall Type 5 Existing heritage pier and kerb to be retained & modified 
SN1 Stair Nosing Type 1 Vitrified ceramic non slip grooved stair nosing
SN2 Stair Nosing Type 2 Compliant safety stair nosing for installation set onto timber step finish
SPF New openings cut into heritage walls Galvanised Portal Frame First Coat Interzinc 52 

Second Coat Intercure 420 
Final Coat Interthane 870 metallic – Semi-gloss to meet 
ISO12944-2 as C4 high corrosivity classification.

Protective Coating System To detail

TAP Hose tap Non potable water vandal proof hose tap connection for irrigation and 
wash down

TD1 Ground floor Timber Decking Timber Decking on suspended framing system on concrete pad 
footings, (footing design to engineer’s detail) with kerb rail to tree 
surround (Spotted gum) 

TGSI Tactile Indicators Stainless Steel D TAC/AS-SS-Classic 
TRF1 Equipment play Turf Type1 Astro turf “tiger play” Tiger turf or similar 
Playquipment Equipment play Proprietary play equipment Pc sum 
W1 Ground floor Bollard Iguzzini Walky LED H900 Round Bollard with round optic assesm Refer to Lighting Consultant Schedule
W2 Ground floor Spotlight Iguzzini Walky LED H900 Round Bollard with round optic assesm Refer to Lighting Consultant Schedule
P1 Ground floor Pole Light Type 1 Iguzzini Walky LED H900 Round Bollard with round optic assesm Refer to Lighting Consultant Schedule
P2 Ground floor Pole Light Type 2 Iguzzini Walky LED H900 Round Bollard with round optic assesm Refer to Lighting Consultant Schedule
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ASP Entry Asphalt Vehicle trafficable hot mix Asphalt AC10 30mm 200mm DGB20 over 
150mm Slab

BAL1 Amphitheatre Balustrade Vertical Palisade balustrade to edge of amphitheatre powdecoat finish 
Asteroid pearl matt or similar 

BIKE RACKS Ground floor Bike Racks Galvanised bike rails BST03 Semi hoop Hot Dipped Galv. Street 
furniture Australia 

BL1 Ground floor Bollard Fixed galvanised bollard surface mounted Street furniture Australia 
BL2 Ground floor Bollard Removable surface fixed galvanised bollard Street furniture Australia 
BENCH1 Ground floor Bench type 1 Quatro Flinders Short Bench with 90 deg return 350mm above ground 

finish to match CON 1
FLN-C2-4 Quatro Design 

BENCH2 Ground floor Bench type 2 Equal to Mall Curved slim Bench Aluminium powder-coated frame with 
alundum coloured battens 3 module (internal radius 1500mm)

CMM8-C Street Furniture Australia 

Basketball Ground floor Basketball Ring Moodie 24223 with sleeve Moodie Outdoor
CON1 Ground floor Concrete Pavement Type 1 Coloured concrete  with paving bands (brick) 
CON2 Ground floor Concrete Pavement Type 2 Plain Concrete with Non slip finish to match Inner City high School 

Benchmark 
CON3 Ground floor Concrete Pavement Type 3 Concrete slab to Civil engineers detail with applied finish to basketball 

court and line marking (white) 
Plexipave court craft Australia 

EDGE1 Edge type 1 Galvanised steel 150 100 x 6 flat bar edging - as detailed  
Fixing: 300 x 12mm Dia Galvanised Steel Rod (tapered). Welded and 
installed @ 900 CCs (max)  

EDGE2 Edge type 2 150mm high concrete kerb rail to tree surround 

EX FN3 Existing perimeter  play court fence Ball court Fence Existing Sports Ground Fencing 
FN3 perimeter  play court fence Ball court Fence Nom 2,400 high full Height PVC chain link fence Sports Ground 

Fencing  
Refer to the Educational Facilities Standards and Guidelines.

FN4 Pedestrian fence Palisade fence 2150 high powder coated fence 
DoE security unit’s specification for tubular steel security fence powdercoat 
finish 

GA1A Phase 1 School Entry Vehicular Gate - 
Phase1

Custom Track sliding vehicle gate pwdercoat finish motorised DoE to 
meet security unit’s specification for tubular steel security fence 
powdercoat finish 

GA1B Phase 1 School Entry Pedestrian Gate - 
Phase1

Single leaf pedestrian gate with Vi/ CR and intercom card on entry & 
exit DoE security unit’s specification for tubular steel security fence 
powdercoat finish 

GA2A Phase 2 School Entry Vehicular Gate - 
Phase2

Double leaf pedestrian gate 
Finishes to match site fence 

GA2B Phase 1 School Entry Pedestrian Gate - 
Phase2

Single leaf pedestrian gate on entry & exit. Finishes to match site fence 

GA4 Ground floor Pedestrian gate Single leaf Proprietary locking mechanism: Internal protected encased 
locking device positioned 1500mm from bottom of gates.

Proprietary item: Broadhurst lock.
Slide bolt to be lockable in both open and closed positions.

GA5 Ground floor Egress gate Double leaf gate 
Finishes to match FN2

GRD1 Grated Drain Supply and install 100 wide trench grate- with stainless steel heelsafe 
anti-slip grate. Connect to stormwater system.

GRV1 Interface with heritage buildings Gravel Supply and install gravel Crushed sandstone resin bound to areas within 
10 m of circulation routes

GPOX External GPO General Power Outlet & wifi access
HRX1 Stairs, Ramps External Single Handrail 42mm Diameter galvanised tube
HRX2 Stairs External Double Handrail Central 42mm Diameter galvanised tube 
MUL1 Mass planted areas Mulch Supply and install organic mulch 

75mm mulch, 15mm grade, aged / composted pine bark fines

Australian native Landscapes playground 
mulch 

MPB1 Ground floor Mass planting bed type1 Garden profile on grade 500-600mm deep imported soil over capping 
profile to civil engineers detail 

Benedict Smart mix number A (150mm) 
Bendicts Smart mix number B (350-450mm)

MPB2 Ground floor Mass planting bed type2 Tree pits 850mmm deep Benedict Smart mix number A (150mm) 
Bendicts Smart mix number B (650mm)

MPB3 Ground floor Mass planting bed typ3 to 
existing fig tree 

Tree pits varies 200-650mm to arborist approval Benedict Smart mix number A (150mm) 
Bendicts Smart mix number B (650mm)

MPB4 Ground floor Mass planting bed type4 Garden profile on grade 300-450mm deep imported soil over capping 
profile to civil engineers detail 

Benedict Smart mix number A (150mm) 
Bendicts Smart mix number B (150-300mm)

LIGHT External lighting Subject to external lighting design schedule
EX PAV1 Ground floor Existing Paving to be retained Existing Paving to be retained

SFT1 Ground floor Softfall EPDM softfall rubber coloured and no mounded Moodie outdoor 
PIT under deck Stormwater pit Stormwater pit integrated to civil engineers detail
EX RW1 Ground floor Wall Type 1 Existing Heritage wall to be retained & modified and made good 
EX RW2 Ground floor Wall Type 2 Existing wall to be retained & protected
RW4 Ground floor Wall Type 4 Reinforced Blockwork core filled walls 140mm to engineers detail
EX RW5 Ground floor Wall Type 5 Existing heritage pier and kerb to be retained & modified 
SN1 Stair Nosing Type 1 Vitrified ceramic non slip grooved stair nosing
SN2 Stair Nosing Type 2 Compliant safety stair nosing for installation set onto timber step finish
SPF New openings cut into heritage walls Galvanised Portal Frame First Coat Interzinc 52 

Second Coat Intercure 420 
Final Coat Interthane 870 metallic – Semi-gloss to meet 
ISO12944-2 as C4 high corrosivity classification.

Protective Coating System To detail

TAP Hose tap Non potable water vandal proof hose tap connection for irrigation and 
wash down

TD1 Ground floor Timber Decking Timber Decking on suspended framing system on concrete pad 
footings, (footing design to engineer’s detail) with kerb rail to tree 
surround (Spotted gum) 

TGSI Tactile Indicators Stainless Steel D TAC/AS-SS-Classic 
TRF1 Equipment play Turf Type1 Astro turf “tiger play” Tiger turf or similar 
Playquipment Equipment play Proprietary play equipment Pc sum 
W1 Ground floor Bollard Iguzzini Walky LED H900 Round Bollard with round optic assesm Refer to Lighting Consultant Schedule
W2 Ground floor Spotlight Iguzzini Walky LED H900 Round Bollard with round optic assesm Refer to Lighting Consultant Schedule
P1 Ground floor Pole Light Type 1 Iguzzini Walky LED H900 Round Bollard with round optic assesm Refer to Lighting Consultant Schedule
P2 Ground floor Pole Light Type 2 Iguzzini Walky LED H900 Round Bollard with round optic assesm Refer to Lighting Consultant Schedule
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RFI amendments

RFI Items 17/09/2020 Amendment 

Tree 20 Tree 20 to potentially be retained - Refer to Drawing 
DA-8004 Tree Management Plan, subject to revised and 
approved construction methodology as part of building / 
CC phase.

Tree 16 Tree 16 to potentially be retained - Refer to Drawing 
DA-8004 Tree Management Plan, subject to revised and 
approved construction methodology as part of building / 
CC phase

Clarification on area between loop 
road and expressway East for phase 
1  

Proposed new turf to the areas refer to DA-8010 and 
DA-8011 drawings.

Planting codes clarification Planting schedules are revised for consistency, refer to 
DA-8005, DA-8006, and DA-8010 drawings. 

Phase 1 & Phase 2 Planting and Soil 
Depth plans  separated 

Two new drawings has been added. Refer to Drawing 
DA-8010 Landscape Planting Ground Plan - Phase 1 and 
DA-8011Landscape Soil Depth Ground Plan - Phase 1

Landscape Planting Roof Plan 
DA-8006

Align the Landscape Roof Plan to DA-2005.

RFI amendments

RFI Items 11/09/2020 Amendment 

Phase 1 Landscape Plan Fence 
Clarification

Amendment to fence schedule on Drawing DA-8009 
added with description 

Phase 2 Landscape Plan Fence 
Clarification

Amendment to fence description within shedule on 
Drawing DA-8002

GENERAL NOTES

ALL LEVELS RELATIVE TO 'AUSTRALIAN HEIGHT DATUM'.

DO NOT SCALE DRAWINGS.
USE FIGURED DIMENSIONS ONLY.

ALL DIMENSIONS AND EXISTING CONDITIONS
SHALL BE CHECKED AND VERIFIED BY THE
CONTRACTOR BEFORE PROCEEDING WITH THE WORK.
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