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GENERAL NOTES:

1. ALL WORKS ARE TO BE CARRIED OUT IN 
ACCORDANCE WITH THE HERITAGE 
CONSULTANTS REPORT AND 
RECOMMENDATIONS.

2. ANY VARIATIONS, INCONSISTENCIES OR 
AMBIGUITIES IN THE PROJECT REPORTS, 
DRAWINGS OR DOCUMENTATION ARE TO BE 
IMMEDIATELY REPORTED TO THE HERITAGE 
CONSULTANT AND CLIENT FOR WRITTEN 
INSTRUCTIONS ON HOW TO PROCEED.  

3. ALL WORKS TO BE IN ACCORDANCE WITH 
AUSTRALIAN STANDARDS, THE BUILDING CODE 
OF AUSTRALIA, OTHER RELEVANT CODES, AND 
WITH MANUFACTURER'S INSTRUCTIONS AND 
RECOMMENDATIONS. 

4. DO NOT SCALE FROM DRAWINGS. VERIFY ALL 
DIMENSIONS ON SITE PRIOR TO 
CONSTRUCTION.

5. ALL EXTERNAL RLS ARE APPROXIMATE ONLY. 
REFER DETAILED SURVEY FOR PRECISE SITE 
LEVELS.

6. ARCHITECTURAL DRAWINGS ARE TO BE READ 
IN CONJUNCTION WITH THE DA CONSULTANT 
DOCUMENTATION AND REPORTS INCLUDING 
BUT NOT LIMITED TO:
a. HERITAGE REPORT
b. ACCESS REPORT
c. ARBORIST REPORT
d. TRAFFIC REPORT
e. FIRE ENGINEERING REPORT
f. BCA REPORT
g. STRUCTURAL ENGINEERS REPORT
h. LANDSCAPE ARCHITECTS 

DOCUMENTATION
i. ACOUSTIC REPORT
j. HAZARDOUS MATERIALS REPORT
k. SPECIALIST AND ALTERNATIVE 

SOLUTION REPORTS
7. CONTRACTOR TO ENSURE WORKS ARE 

COORDINATED WITH SPECIALIST CONSULTANT 
INPUT + REPORTS.

8. ALL FENCING AND GATES THAT CHILDREN WILL 
HAVE ACCESS TO MUST BE FITTED WITH 
CHILDPROOF LOCKING SYSTEMS TO PREVENT 
CHILDREN FROM LEAVING / ENTERING AREAS 
UNSUPERVISED.

9. OUTDOOR SPACES AND PLAY AREAS 
ACCESSIBLE TO CHILDREN MUST BE 
ENCLOSED ON ALL SIDES WITH A BARRIER 
WHICH IS A MINIMUM HEIGHT OF 1250MM AND 
COMPLIES WITH AS1926.1-2012

10. ALL NEW WET AREAS TO INCLUDE A BATTEN 
AND SHEET LINING TO SEPARATE EXISTING 
FABRIC FROM NEW FINISHES, ADHESIVES, 
WATERPROOFING AND THE LIKE.

11. ANY EXISTING BUILDING ELEMENTS (SUCH AS 
DOORS, WINDOWS, FITTINGS AND FIXTURES) 
THAT ARE DEEMED SIGNIFICANT BY THE 
HERITAGE CONSULTANT AND REMOVED AS 
PART OF THE WORKS ARE TO BE HANDLED 
AND SAFELY STORED IN ACCORDANCE WITH 
THE RECOMMENDATIONS OF THE HERITAGE 
CONSULTANT.

12. NO INBUILT AMPLIFICATION DEVICES TO BE 
PROVIDED.

13. WINDOW RESTRICTING DEVICES TO BE ADDED 
TO WINDOWS AS REQUIRED BY BCA. DETAIL TO 
HERITAGE CONSULTANT REQUIREMENTS.

14. TREE NUMBERING AND INFORMATION IS 
INDICATIVE ONLY. REFER TO ARBORISTS 
REPORT FOR ALL DETAILS OF PROPOSED TREE 
RETENTION AND REMOVAL.
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EXCURSION AREA 1

565 m²

PRIMARY OUTDOOR
PLAY AREA

LANDSCAPE + AMPHITHEATRE

AMPHITHEATER

A220

4

A402

1

A4011

A401 2

TF1

TF1

NOTE: REFER LANDSCAPE 
ARCHITECTS DRAWINGS FOR ALL 

SITE LANDSCAPE DETAILS AND 
SPECIFICATION.

TF1

NEW DECOMPOSED 
GRANITE PERMEABLE 
CARPARK SURFACE

NEW GARDEN

EXISTING
GARDEN

LINE OF EXISTING DRIVEWAY EDGE

EXISTING PEDESTRIAN 
ENTRY FORMALIZED

PLANTING STRIP ALONG SITE 
BOUNDARY. REFER 
LANDSCAPE ARCHITECTS 
DRAWINGS.

1

TURNING

92 3 4 5 6 7 8

11

12

DROP OFF

NEW DROP OFF LANDING WITH BRICK 
EDGE TO MATCH EXISTING TO 
HERITAGE ARCHITECTS DETAIL. 
SURFACE TO MATCH CARPARK.

PROPOSED BRICK EDGE KERB TO 
ACHIEVE COMPLIANCE. REFER 
TRAFFIC ENGINEERS REPORT.

EXISTING
LAWN

EXISTING
LAWN

NEW DECOMPOSED 
GRANITE PERMEABLE 
PATHWAY SURFACE

EXISTING TENNIS COURT 
INTERPRETIVE LANDSCAPE 
ELEMENT TO FUTURE DETAIL 
IN CONSULTATION WITH 
HERITAGE ARCHITECTS AND 
ARBORIST.

NEW SECURE CHILD PROOF 
PEDESTRIAN ACCESS / 
EGRESS GATE WITHIN 
FENCE TO BCA AND 
AS1428.1.

MF1

EXISTING 
GARAGE TO 
REMAIN

PROPOSED WASTE 
STORAGE 
ENCLOSURE

TF3

TF3

TF3

TF3

NEW GATES TO WIDER DRIVEWAY TO 
MATCH EXISTING DETAIL AND FINISH. 
REFER DETAILED DRAWING

EXISTING PEBBLE 
DRIVEWAY SURFACE TO BE 
REPLACED WITH NEW 
DECOMPOSED GRANITE 
PERMEABLE CARPARK 
SURFACE

NEW PEDESTRIAN ACCESS 
GATE IN NEW FENCE.

NEW GATES TO MATCH EXISTING 
DETAIL AND FINISH. REFER DETAILED 
DRAWING

EXISTING DRIVEWAY 'ENTRY' 
CROSS OVER RETAINED TO 
ROSEMEAD ROAD.

NEW SKYLIGHT TO 
SCHOOL ROOM 4 TO 
HERITAGE ARCHITECTS 
APPROVAL.

EXISTING SLATE ROOF 
TILE TO BE REPLACED 
WITH NEW TILE TO 
HERITAGE ARCHITECTS 
APPROVAL.

NEW BIKE PARKING AREA 
6 BIKE SPACES

EXISTING GARAGE 
ROOF OVER

EXCURSION AREA 2

NEW 
GARDEN

INDICATIVE OPEN FRAMED 
SHADE STRUCTURE WITH 
PLANTING. REFER 
LANDSCAPE PLAN FOR 
ADDITIONAL DETAILS.

INDICATIVE ENTRY SHADE STRUCTURE 
WITH SECURE 'DOUBLE GATE' SYSTEM. 
DETAILED DESIGN TO BE COMPLETED AT 
CONSTRUCTION CERTIFICATE STAGE IN 
CONSULTATION WITH HERITAGE 
ARCHITECT AND ACCESS CONSULTANT.

416 m²

UNENCUMBERED PRE
SCHOOL OUTDOOR

PLAY AREA

LANDSCAPE + AMPHITHEATRE

MF2

MF2

MF1

DOWN PIPEDP

WB WATER BUBBLERS

EXISTING RL

PROPOSED RL

000.000+

RL

S S SUPERVISION VIEW ACCESS

NATURAL LIGHT ACCESS

INDOOR LEARNING SPACES

NATURAL VENTILATION

ALTERATIONS AND 
ADDITIONS + NEW 
WORKS

GENERAL LEGEND:

DEMOLISHED ELEMENTS

EXISTING PROPOSED GARDENS

OUTDOOR PLAY AREA 
(LANDSCAPED)

All works to be in accordance with Australian Standards, The Building 
Code of Australia, other relevant codes, and with manufacturer's 
instructions and recommendations. Do not scale from drawings. 
Verify all dimensions on site prior to construction. This drawing is 

copyright and may not be used without written consent from 
ARMADA ARCHITECTS PTY LTD. 

Nominated Architect Jarrod Lamshed NSW REG. 8763
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PROPOSED BLUEGUM
COMMUNITY SCHOOL
1 ROSEMEAD STREET
HORNSBY NSW 2077
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CP

A100

SITE AND ROOF PLAN

LOCATION PLAN

NTS

SHEET LIST

SHEET
NUMBER SHEET NAME

A100 SITE AND ROOF PLAN

A200 FLOOR PLANS + SECTIONS

A210 ELEVATIONS HOUSE

A220 ELEVATIONS SITE

A230 ADDITIONAL DETAILS 01

A231 ADDITIONAL DETAILS 02

A300 SITE MANAGEMENT+ STORMWATER
CONCEPT PLAN

A500 SCHEDULE OF EXTERNAL FINISHES

1 : 200

SITE PLAN
1

TOTAL SITE AREA (SURVEY) 3623m2

NO. PRESCHOOL PLACES 3-5 YEARS        32 PLACES

NO. SCHOOL PLACES 5-12 YEARS 48 PLACES

NUMBER OF STAFF 8

PRESCHOOL UNENCUMBERED 
INDOOR AREA                 109 m2 

PRIMARY SCHOOL INDOOR AREA                124 m2 

PRESCHOOL UNENCUMBERED 
OUTDOOR PLAY AREA      416 m2

PRIMARY SCHOOL 
OUTDOOR PLAY AREA      565 m2

KEY DATA REVISIONS

ISSUE DESCRIPTION DATE

A CONCEPT FOR DISCUSSION 16/10/19

B PARKING + EGRESS REVISIONS FOR
COMMENT

04/11/19

C ISSUED FOR CONSULTANT
COORDINATION

11/11/19

D FINAL DA DRAFT 26/11/19

E DA APPROVAL ISSUE 09/12/19

F ADDITIONAL INFORMATION
AMENDMENTS

10/02/20

G TREE NUMBERS + WASTE BINS
AMENDED

31/03/20

I BGA GRANT APPLICATION WORKS 31/07/20

J CHILDCARE GRANT APPLICATION
WORKS

20/08/20

K DEPARTMENT RETURN TO
SUBMISSIONS ISSUE

06/11/20

L MF1 AND MF2 FENCE AND GATES
ADJUSTED, SHADE STRUCTURE
ADDED AND LANDSCAPE PLAY AREAS
ADJUSTED

26/11/20
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11 m²
NEW WC 2

Tiles

13 m²
STAFF ROOM G.16

Timber
16 m²

KITCHEN

Timber

4 m²
CRAFT / PREP

Vinyl

4 m²
STORE

Vinyl

27 m²

SCHOOL ROOM
GROUND FLOOR

Timber

13 m²

CHILDRENS ROOM 3
(UNENCUMBERED)

Timber

11 m²
RECEPTION

Timber

25 m²

CHILDRENS ROOM 2
(UNENCUMBERED)

Timber

8 m²
ENTRY LOBBY

Timber

29 m²

CHILDRENS ROOM 1
(UNENCUMBERED)

Timber

15 m²
Room G.2

Timber

16 m²

READING ROOM
(UNENCUMBERED)

Timber

3 m²
LOBBY

Timber

26 m²

ACTIVITY ROOM 1
(UNENCUMBERED)

Timber

10 m²
ACTIVITY ROOM 2

Particleboard

28 m²
VERANDAH G.1

Timber

19 m²
VERANDAH G.2

Timber
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A200
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A200

DESK

WHEEL CHAIR ACCESS

NEW BCA COMPLIANT 
FIRE STAIR EXIT. STEEL 
FRAMED OPEN TREAD 
WITH PAINT FINISH TO 
SPECIFICATION, 

NEW FENCE TO ENCLOSE 
PLAY AREA

FENCE AND GATE 
TO ENCLOSE PLAY 
AREA

NEW WC AND AMENITIES. WINDOW W19 1/2 
FROSTED FOR PRIVACY AND SUPERVISION

13 m²
NEW WC 1

Vinyl

200.28

200.563

200.716

WHEEL CHAIR ACCESS

EXISTING COVERED PORCH ENCLOSED TO 
CREATE NEW ADMINISTRATION SPACE. 
DETAIL TO MATCH EXISTING ADJACENT 
ENCLOSED WESTERN VERANDAH. EXISTING 
TIMBER FASCIAS AND TIMBER VERANDAH 
DETAILING TO BE RETAINED.

14 m²
VERANDAH G.3

Timber

1230

NEW WHEELCHAIR ACCESS RAMP CONSTRUCTED OF 
TIMBER WITH METAL HANDRAIL TO AS 1428.1. METAL 
FINISH TO MATCH EXTERNAL FIRE STAIR. EXISTING STEPS 
TO REMAIN IN PLACE

NEW TIMBER AMPHITHEATER STEPS SEPARATED 
FROM EXISTING BUILDING FABRIC ON 3 SIDES OF 
AMPHITHEATER. REFER LANDSCAPE PLAN. 

EXISTING WINDOW REMOVED AND STORED TO HERITAGE CONSULTANTS 
REQUIREMENTS. NEW TIMBER ENTRY DOOR AND SIDE WINDOW TO BE 
INSTALLED TO AS1428.1. PAINT FINISHED TO MATCH EXISTING DOOR AND 
WINDOW FRAMES ADJACENT. REFER DETAILED DRAWING.

200.746

OUTDOOR PLAY AREA

EXISTING AC CONDENSERS. (2 
X EXISTING 1 X RELOCATION)

EXISTING LAUNDRY BRICK 
WALL AND DOOR REMOVED TO 
CREATE NEW WC LAYOUT. 
FACILITIES TO BE CONNECTED 
TO EXISTING SEWER SYSTEM 

11 m²
ADMIN

Timber

200.566

CARPARK

NEW DROP OFF / PICK UP

OUTDOOR PLAY AREA

NEW EXHAUST VENT TO  WC1

NEW EXHAUST VENT TO  WC 2

CUPBOA
RD

ND1

NW3

NW2

NW1

EXISTING WALL PAPER TO 
BE ENCLOSED WITH CLEAR 
ACRYLIC TO HERITAGE 
CONSULTANTS 
REQUIREMENTS. 
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6 m²
NEW DDA WC

Vinyl

2830

2
0
9
0

EXISTING DOOR LEAF REMOVED AND 
STORED  TO HERITAGE CONSULTANT 
REQUIREMENTS.

5 m²
NEW STORE

Conc

NEW OUTDOOR STORAGE 
ENCLOSURE WITH ROOF 
OVER EXISTING CONCRETE 
SLAB ON GROUND. 
SETBACK FROM CORNERS 
AS SHOWN.

ADULT WC

EXISTING BATHROOM CONVERTED TO NEW ACCESSIBLE WC TO 
ACCESS CONSULTANT REQUIREMENTS. W18 ENCLOSED FOR 
PRIVACY AND WATERPROOFING TO HERITAGE CONSULTANTS 
REQUIREMENTS. REFER DETAILED DRAWING.

1550

3
0
0

 T
B

C
 O

N
S

IT
E

3
5
8
0

3
0
0

NEW PAVING AND SHADE 
STRUCTURE. REFER TO 
LANDSCAPE ARCHITECTS 
DRAWINGS AND DETAILS.

1
A230

EXISTING STAIRS TO REMAIN

EXISTING STAIRS TO REMAIN

ALL ORIGINAL CABINETRY IN STORE AND 
CRAFT PREP ROOMS TO BE RETAINED.
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A231

A231 2

4
A231A231

5

EXISTING ORIGINAL 
TIMBER FLOORING TO BE 
RESTORED IN ENTRY 
LOBBY AND ROOM G2.

BIKE PARKING

PEDESTRIAN PATHWAY

DRIVEWAY

NEW 
GARDEN

STAFF / BIKE 
LOCKER PROVISION

MF1

MF2

MF1

6 m²
NEW WC 3

Vinyl

15 m²
SCHOOL ROOM 4

Timber
14 m²

SCHOOL ROOM 3

Timber

30 m²

COMMON ROOM
(Shared Preschool /

Primary Library)

Timber
19 m²

SCHOOL ROOM 2

Timber

19 m²
SCHOOL ROOM 1

Timber

Roof Space

Roof Space

Roof Space

10 m²
STAFF VERANDAH

Timber

D30

D26

D25

D27

D29

W33

W37

W36

D24

W31

W32

35

3
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4

A200

F
IR

E
 S

T
A

IR

EXISTING (RECENT) BATHROOM 
RECONFIGURED WITH NEW FULL 
SIZE TOILETS AND AMENITIES. 
FINISH SUBSTRATE TO HERITAGE 
CONSULTANT REQUIREMENTS.

Roof Space

1200

EXTG. 
STAIR

NEW EGRESS WALKWAY

ND5

EXISTING WALL END DETAIL REMOVED, 
WALL CUT BACK AND DETAIL REPLACED TO 
INCREASE EGRESS WIDTH.

NEW TIMBER HANDRAIL WITH BRASS FITTINGS 
ADDED TO EXISTING STAIR HANDRAIL TO 
MEET BCA HEIGHT REQUIREMENTS. REFER 
DETAIL DRAWING AND HERITAGE REPORT.

EXISTING DOORWAY TO BE ENLARGED TO  
IMPROVE EGRESS PATHWAY. OPENING TO BE 
APPROXIMATELY 2400 HIGH X 2300 WIDE. 
NEW REVEAL AND ARCHITRAVE TO MATCH 
EXISTING DETAIL AND FINISH.

EXISTING TIMBER HANDRAIL 
RAISED ON ALL SIDES TO MEET 
BCA HEIGHT REQUIREMENTS. 
REFER DETAIL AND HERITAGE 
REPORT.

NEW BCA COMPLIANT 
FIRE STAIR EXIT. STEEL 
FRAMED OPEN TREAD 
WITH PAINT FINISH TO 
SPECIFICATION.

EXISTING DOORS AND WINDOWS 
TO HAVE CHILDPROOF LOCK TO 
SECURE STAFF ONLY VERANDAH.

Resource 
Cupboard

EXISTING FLOOR + ROOF ACCESS 
HATCHES TO BE MADE 
CHILDPROOF TO HERITAGE 
CONSULTANT REQUIREMENTS. 
REFER MT ERRINGTON EXISTING 
FLOOR PLANS (TYPICAL).

APPROXIMATE
5520

4
A230

A231

1

NEW 1200 HIGH 
GLASS 
BALUSTRADE

EXISTING WINDOW AND SILL 
REMOVED TO CREATE NEW FIRE 
EGRESS DOOR. REFER 
ELEVATION. 

NEW TIMBER FLOATING FLOOR 
WITH ACOUSTIC UNDERLAY TO 
FIRST FLOOR ROOMS
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Room G.2
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16 m²

READING ROOM
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ACTIVITY ROOM 2

Particleboard

26 m²
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(UNENCUMBERED)
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GENERAL NOTES:

1. ALL WORKS ARE TO BE CARRIED OUT IN 
ACCORDANCE WITH THE HERITAGE 
CONSULTANTS REPORT AND 
RECOMMENDATIONS.

2. ANY VARIATIONS, INCONSISTENCIES OR 
AMBIGUITIES IN THE PROJECT REPORTS, 
DRAWINGS OR DOCUMENTATION ARE TO BE 
IMMEDIATELY REPORTED TO THE HERITAGE 
CONSULTANT AND CLIENT FOR WRITTEN 
INSTRUCTIONS ON HOW TO PROCEED.  

3. ALL WORKS TO BE IN ACCORDANCE WITH 
AUSTRALIAN STANDARDS, THE BUILDING CODE 
OF AUSTRALIA, OTHER RELEVANT CODES, AND 
WITH MANUFACTURER'S INSTRUCTIONS AND 
RECOMMENDATIONS. 

4. DO NOT SCALE FROM DRAWINGS. VERIFY ALL 
DIMENSIONS ON SITE PRIOR TO 
CONSTRUCTION.

5. ALL EXTERNAL RLS ARE APPROXIMATE ONLY. 
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LEVELS.
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7. CONTRACTOR TO ENSURE WORKS ARE 

COORDINATED WITH SPECIALIST CONSULTANT 
INPUT + REPORTS.

8. ALL FENCING AND GATES THAT CHILDREN WILL 
HAVE ACCESS TO MUST BE FITTED WITH 
CHILDPROOF LOCKING SYSTEMS TO PREVENT 
CHILDREN FROM LEAVING / ENTERING AREAS 
UNSUPERVISED.

9. OUTDOOR SPACES AND PLAY AREAS 
ACCESSIBLE TO CHILDREN MUST BE 
ENCLOSED ON ALL SIDES WITH A BARRIER 
WHICH IS A MINIMUM HEIGHT OF 1250MM AND 
COMPLIES WITH AS1926.1-2012

10. ALL NEW WET AREAS TO INCLUDE A BATTEN 
AND SHEET LINING TO SEPARATE EXISTING 
FABRIC FROM NEW FINISHES, ADHESIVES, 
WATERPROOFING AND THE LIKE.

11. ANY EXISTING BUILDING ELEMENTS (SUCH AS 
DOORS, WINDOWS, FITTINGS AND FIXTURES) 
THAT ARE DEEMED SIGNIFICANT BY THE 
HERITAGE CONSULTANT AND REMOVED AS 
PART OF THE WORKS ARE TO BE HANDLED 
AND SAFELY STORED IN ACCORDANCE WITH 
THE RECOMMENDATIONS OF THE HERITAGE 
CONSULTANT.

12. NO INBUILT AMPLIFICATION DEVICES TO BE 
PROVIDED.

13. WINDOW RESTRICTING DEVICES TO BE ADDED 
TO WINDOWS AS REQUIRED BY BCA. DETAIL TO 
HERITAGE CONSULTANT REQUIREMENTS.

14. TREE NUMBERING AND INFORMATION IS 
INDICATIVE ONLY. REFER TO ARBORISTS 
REPORT FOR ALL DETAILS OF PROPOSED TREE 
RETENTION AND REMOVAL.
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DRAWINGS AND DETAILS.

GENERAL NOTES:

1. ALL WORKS ARE TO BE CARRIED OUT IN 
ACCORDANCE WITH THE HERITAGE 
CONSULTANTS REPORT AND 
RECOMMENDATIONS.

2. ANY VARIATIONS, INCONSISTENCIES OR 
AMBIGUITIES IN THE PROJECT REPORTS, 
DRAWINGS OR DOCUMENTATION ARE TO BE 
IMMEDIATELY REPORTED TO THE HERITAGE 
CONSULTANT AND CLIENT FOR WRITTEN 
INSTRUCTIONS ON HOW TO PROCEED.  

3. ALL WORKS TO BE IN ACCORDANCE WITH 
AUSTRALIAN STANDARDS, THE BUILDING CODE 
OF AUSTRALIA, OTHER RELEVANT CODES, AND 
WITH MANUFACTURER'S INSTRUCTIONS AND 
RECOMMENDATIONS. 

4. DO NOT SCALE FROM DRAWINGS. VERIFY ALL 
DIMENSIONS ON SITE PRIOR TO 
CONSTRUCTION.

5. ALL EXTERNAL RLS ARE APPROXIMATE ONLY. 
REFER DETAILED SURVEY FOR PRECISE SITE 
LEVELS.

6. ARCHITECTURAL DRAWINGS ARE TO BE READ 
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k. SPECIALIST AND ALTERNATIVE 
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7. CONTRACTOR TO ENSURE WORKS ARE 

COORDINATED WITH SPECIALIST CONSULTANT 
INPUT + REPORTS.

8. ALL FENCING AND GATES THAT CHILDREN WILL 
HAVE ACCESS TO MUST BE FITTED WITH 
CHILDPROOF LOCKING SYSTEMS TO PREVENT 
CHILDREN FROM LEAVING / ENTERING AREAS 
UNSUPERVISED.

9. OUTDOOR SPACES AND PLAY AREAS 
ACCESSIBLE TO CHILDREN MUST BE 
ENCLOSED ON ALL SIDES WITH A BARRIER 
WHICH IS A MINIMUM HEIGHT OF 1250MM AND 
COMPLIES WITH AS1926.1-2012

10. ALL NEW WET AREAS TO INCLUDE A BATTEN 
AND SHEET LINING TO SEPARATE EXISTING 
FABRIC FROM NEW FINISHES, ADHESIVES, 
WATERPROOFING AND THE LIKE.

11. ANY EXISTING BUILDING ELEMENTS (SUCH AS 
DOORS, WINDOWS, FITTINGS AND FIXTURES) 
THAT ARE DEEMED SIGNIFICANT BY THE 
HERITAGE CONSULTANT AND REMOVED AS 
PART OF THE WORKS ARE TO BE HANDLED 
AND SAFELY STORED IN ACCORDANCE WITH 
THE RECOMMENDATIONS OF THE HERITAGE 
CONSULTANT.

12. NO INBUILT AMPLIFICATION DEVICES TO BE 
PROVIDED.

13. WINDOW RESTRICTING DEVICES TO BE ADDED 
TO WINDOWS AS REQUIRED BY BCA. DETAIL TO 
HERITAGE CONSULTANT REQUIREMENTS.

14. TREE NUMBERING AND INFORMATION IS 
INDICATIVE ONLY. REFER TO ARBORISTS 
REPORT FOR ALL DETAILS OF PROPOSED TREE 
RETENTION AND REMOVAL.
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GENERAL NOTES:

1. ALL WORKS ARE TO BE CARRIED OUT IN 
ACCORDANCE WITH THE HERITAGE 
CONSULTANTS REPORT AND 
RECOMMENDATIONS.

2. ANY VARIATIONS, INCONSISTENCIES OR 
AMBIGUITIES IN THE PROJECT REPORTS, 
DRAWINGS OR DOCUMENTATION ARE TO BE 
IMMEDIATELY REPORTED TO THE HERITAGE 
CONSULTANT AND CLIENT FOR WRITTEN 
INSTRUCTIONS ON HOW TO PROCEED.  

3. ALL WORKS TO BE IN ACCORDANCE WITH 
AUSTRALIAN STANDARDS, THE BUILDING CODE 
OF AUSTRALIA, OTHER RELEVANT CODES, AND 
WITH MANUFACTURER'S INSTRUCTIONS AND 
RECOMMENDATIONS. 

4. DO NOT SCALE FROM DRAWINGS. VERIFY ALL 
DIMENSIONS ON SITE PRIOR TO 
CONSTRUCTION.

5. ALL EXTERNAL RLS ARE APPROXIMATE ONLY. 
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CHILDPROOF LOCKING SYSTEMS TO PREVENT 
CHILDREN FROM LEAVING / ENTERING AREAS 
UNSUPERVISED.

9. OUTDOOR SPACES AND PLAY AREAS 
ACCESSIBLE TO CHILDREN MUST BE 
ENCLOSED ON ALL SIDES WITH A BARRIER 
WHICH IS A MINIMUM HEIGHT OF 1250MM AND 
COMPLIES WITH AS1926.1-2012

10. ALL NEW WET AREAS TO INCLUDE A BATTEN 
AND SHEET LINING TO SEPARATE EXISTING 
FABRIC FROM NEW FINISHES, ADHESIVES, 
WATERPROOFING AND THE LIKE.

11. ANY EXISTING BUILDING ELEMENTS (SUCH AS 
DOORS, WINDOWS, FITTINGS AND FIXTURES) 
THAT ARE DEEMED SIGNIFICANT BY THE 
HERITAGE CONSULTANT AND REMOVED AS 
PART OF THE WORKS ARE TO BE HANDLED 
AND SAFELY STORED IN ACCORDANCE WITH 
THE RECOMMENDATIONS OF THE HERITAGE 
CONSULTANT.

12. NO INBUILT AMPLIFICATION DEVICES TO BE 
PROVIDED.

13. WINDOW RESTRICTING DEVICES TO BE ADDED 
TO WINDOWS AS REQUIRED BY BCA. DETAIL TO 
HERITAGE CONSULTANT REQUIREMENTS.

14. TREE NUMBERING AND INFORMATION IS 
INDICATIVE ONLY. REFER TO ARBORISTS 
REPORT FOR ALL DETAILS OF PROPOSED TREE 
RETENTION AND REMOVAL.
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PF1 + PF2 - NEW PAINT FINISH - COLOUR DULUX 

WOODLAND GREY. EXTERNAL GRADE ENAMEL 

GLOSS FINISH FOR ALL EXTERNAL STEEL WORK 

TO DULUX SPECIFICATION.

R1 - NEW ROOF FINISH WITH MATCHING DOWNPIPES 

AND ACCESSORIES. COLOR TO MATCH COLOURBOND 

WOODLAND GREY. 

NOTE: ALL CORRUGATED SHEETS TO HAVE TOP AND 

BOTTOM CLOSED-CELL INFILL STRIPS INSTALLED -

REFER TO MANUFACTURERS DETAILS.

MF1 - NEW 1800MM HIGH METAL FENCE WITH POWDER 

COAT FINISH TO MATCH PF1.

NEW EXTERNAL FINISHES

TF3 - TIMBER PAILING  FENCE APPROXIMATELY 

1000MM HIGH.

DETAILING AND PICKET TOP PROFILE TO  BE 

CONFIRMED WITH HERITAGE ARCHITECT AT THE 

CONSTRUCTION CERTIFICATE STAGE.

TF1 - TIMBER FENCE TO 1800MM HIGH TO ACOUSTIC 

CONSULTANT REQUIREMENTS. FENCE TO SLOPE 

DOWN TO 1200MM AT BOUNDARY WHERE 

APPLICABLE.
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ACOUSTIC CONSULTANT AT THE CONSTRUCTION 

CERTIFICATE STAGE .

PC1 - NEW POWDERCOAT FINISH TO MATCH 

COLOURBOND SURF MIST.
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8. ALL FENCING AND GATES THAT CHILDREN WILL 
HAVE ACCESS TO MUST BE FITTED WITH 
CHILDPROOF LOCKING SYSTEMS TO PREVENT 
CHILDREN FROM LEAVING / ENTERING AREAS 
UNSUPERVISED.

9. OUTDOOR SPACES AND PLAY AREAS 
ACCESSIBLE TO CHILDREN MUST BE 
ENCLOSED ON ALL SIDES WITH A BARRIER 
WHICH IS A MINIMUM HEIGHT OF 1250MM AND 
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12. NO INBUILT AMPLIFICATION DEVICES TO BE 
PROVIDED.

13. WINDOW RESTRICTING DEVICES TO BE ADDED 
TO WINDOWS AS REQUIRED BY BCA. DETAIL TO 
HERITAGE CONSULTANT REQUIREMENTS.

14. TREE NUMBERING AND INFORMATION IS 
INDICATIVE ONLY. REFER TO ARBORISTS 
REPORT FOR ALL DETAILS OF PROPOSED TREE 
RETENTION AND REMOVAL.

DOWN PIPEDP

WB WATER BUBBLERS

EXISTING RL

PROPOSED RL

000.000+

RL

S S SUPERVISION VIEW ACCESS

NATURAL LIGHT ACCESS

INDOOR LEARNING SPACES

NATURAL VENTILATION

ALTERATIONS AND 
ADDITIONS + NEW 
WORKS

GENERAL LEGEND:

DEMOLISHED ELEMENTS

EXISTING PROPOSED GARDENS

OUTDOOR PLAY AREA 
(LANDSCAPED)

WB1 - NEW JAMES HARDIE SCYON AXON WALL CLADDING 

WITH 133mm GROOVES WITH PF2 PAINT FINISH. STUD 

FRAMING, INSULATION AND FIRE RATING TO BCA 

REQUIREMENTS.

PF1 + PF2 - NEW PAINT FINISH - COLOUR DULUX 

WOODLAND GREY. EXTERNAL GRADE ENAMEL 

GLOSS FINISH FOR ALL EXTERNAL STEEL WORK 

TO DULUX SPECIFICATION.

R1 - NEW ROOF FINISH WITH MATCHING DOWNPIPES 

AND ACCESSORIES. COLOR TO MATCH COLOURBOND 

WOODLAND GREY. 

NOTE: ALL CORRUGATED SHEETS TO HAVE TOP AND 

BOTTOM CLOSED-CELL INFILL STRIPS INSTALLED -

REFER TO MANUFACTURERS DETAILS.

MF1 - NEW 1800MM HIGH METAL FENCE WITH POWDER 

COAT FINISH TO MATCH PF1.

NEW EXTERNAL FINISHES

TF3 - TIMBER PAILING  FENCE APPROXIMATELY 

1000MM HIGH.

DETAILING AND PICKET TOP PROFILE TO  BE 

CONFIRMED WITH HERITAGE ARCHITECT AT THE 

CONSTRUCTION CERTIFICATE STAGE.

TF1 - TIMBER FENCE TO 1800MM HIGH TO ACOUSTIC 

CONSULTANT REQUIREMENTS. FENCE TO SLOPE 

DOWN TO 1200MM AT BOUNDARY WHERE 

APPLICABLE.

NOTE: DETAILING TO WILLIAM STREET FRONTAGE TO 

BE CONFIRMED WITH HERITAGE ARCHITECT AND 

ACOUSTIC CONSULTANT AT THE CONSTRUCTION 

CERTIFICATE STAGE .

PC1 - NEW POWDERCOAT FINISH TO MATCH 

COLOURBOND SURF MIST.

MF2 - NEW 1200MM HIGH METAL FENCE WITH POWDER 

COAT FINISH TO MATCH PF1.
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RL 200,746

RL 203,746

RL 200,746

RL 203,746

EXISTING MT ERRINGTON FOOTING 
/ FABRIC

CONTINUOUS 15MM SOLID NEOPRENE STRIP 
BETWEEN NEW SLAB ON GROUND AND EXISTING 
FABRIC OF MT ERRINGTON.

NEW HARDSTAND 
SURFACE / 
CONCRETE SLAB 
ON GROUND

EXISTING 
GROUND

All works to be in accordance with Australian Standards, The Building 
Code of Australia, other relevant codes, and with manufacturer's 
instructions and recommendations. Do not scale from drawings. 
Verify all dimensions on site prior to construction. This drawing is 

copyright and may not be used without written consent from 
ARMADA ARCHITECTS PTY LTD. 

Nominated Architect Jarrod Lamshed NSW REG. 8763
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ADDITIONAL DETAILS 01

1 : 20

EXTERNAL STORAGE DETAIL PLAN
1

1 : 20

EXTERNAL STORAGE SIDE
2

1 : 20

EXTERNAL STORAGE FRONT
3

LIGHTWEIGHT FRAMED WALL TO BCA 
REQUIREMENTS. EXTERIOR WB1 FINISH 
TO SPECIFICATION.

NEW SOLID DOUBLE DOORS 
TO BCA REQUIREMENTS. 
FINISHED IN PF2 PAINT TO 
SPECIFICATION.

EXISTING REAR WALL OF HOUSE TO 
REMAIN AS EXISTING INSIDE NEW 
STORAGE ENCLOSURE.

NEW SOLID DOUBLE DOORS 
TO BCA REQUIREMENTS. 
FINISHED IN PF2 PAINT TO 
SPECIFICATION.

LIGHTWEIGHT FRAMED WALL TO BCA 
REQUIREMENTS. EXTERIOR WB1 FINISH 
TO SPECIFICATION.

PROPOSED R1 ROOF SHEETING, 
CAPPING AND DOWNPIPE TO 
SPECIFICATION. FASCIA COLOUR TO 
MATCH R1. 

1 : 20

MAIN STAIR HANDRAIL DETAIL PLAN
4

1 : 10

MAIN STAIR HANDRAIL DETAIL SECTION
5

PROPOSED INTERNAL TIMBER 
HANDRAIL IN ACCORDANCE WITH BCA / 
ACCESS REQUIREMENTS. NATURAL 
TIMBER FINISH.

PROPOSED POLISHED BRASS FITTINGS 
FIXED TO UNDERSIDE OF EXISTING 
WHITE TIMBER HANDRAIL

EXISTING WHITE TIMBER 
HANDRAIL, BALUSTERS AND 
DETAILING TO REMAIN IN 
PLACE.

PROPOSED INTERNAL TIMBER 
HANDRAIL IN ACCORDANCE WITH BCA / 
ACCESS REQUIREMENTS. NATURAL 
TIMBER FINISH.

PROPOSED POLISHED BRASS FITTINGS 
FIXED TO UNDERSIDE OF EXISTING 
WHITE TIMBER HANDRAIL

EXISTING WHITE TIMBER 
HANDRAIL, BALUSTERS AND 
DETAILING TO REMAIN IN 
PLACE.

EXISTING STAIR 
TREADS

NOTE: DETAILING AND FINISHES ARE INDICATIVE ONLY. 
FINAL DETAILS SUBJECT TO HERITAGE, BCA AND ACCESS 
CONSULTANT APPROVAL.

1 : 100

INTERNAL STAIR NOSING DETAIL

PROPOSED SOLID BRASS, NON SLIP, 
CONTRASTING NOSING TO MATCH NEW 
HANDRAIL FITTINGS. NOSING STRIP 
FIXED TO EXISTING WHITE TIMBER 
TREADS TO HERITAGE CONSULTANTS 
REQUIREMENTS.

NOTE: EXISTING INTERNAL TIMBER STAIR TREADS 
ARE TO BE REFINISHED WITH NON SLIP PAINT FINISH 
TO MATCH EXISTING PAINT FINISH TO HERITAGE, BCA 
AND ACCESS CONSULTANT APPROVAL.

1 : 10

TYPICAL HARDSTAND TO EXISTING FABRIC DETAIL
6

REVISIONS

ISSUE DESCRIPTION DATE

F ADDITIONAL INFORMATION
AMENDMENTS

10/02/20

G TREE NUMBERS + WASTE BINS
AMENDED

31/03/20

I BGA GRANT APPLICATION WORKS 31/07/20

J CHILDCARE GRANT APPLICATION
WORKS

20/08/20

K DEPARTMENT RETURN TO
SUBMISSIONS ISSUE

06/11/20

L MF1 AND MF2 FENCE AND GATES
ADJUSTED, SHADE STRUCTURE
ADDED AND LANDSCAPE PLAY AREAS
ADJUSTED

26/11/20



RL 204,337

RL 207,337

RL 204,106

RL 209,260

1
9
9
0

CLEAR
850

NEW HANDRAIL 
TO STAIR

EXISTING WINDOW AND SILL 
REMOVED TO CREATE NEW 
FIRE EGRESS DOOR. 

NEW HANDRAIL

EXISTING FACADE DETAIL

EXISTING VERANDAH ROOF

NEW FIRE DOOR 
JAMB + ARCHITRAVE

POUGHCAST

TIMBER SHINGLE

TIMBER VENT

SOLID PANEL OVER

NEW STAIR PLATFORM. 
REFER ELEVATION.

POUGHCAST POUGHCAST

EXISTING WINDOW AND SILL 
REMOVED TO CREATE NEW 
ENTRY DOOR. 

NEW ACCESSIBLE 
RAMP HANDRAIL

EXISTING ROOF STRUCTURE

NEW TIMBER WINDOW AND ACCESS 
COMPLIANT TIMBER DOOR TO MATCH DETAIL 
OF THE EXISTING FRONT ENTRY DOOR. 
HERITAGE ARCHITECT TO APPROVE DETAILED 
DESIGN DRAWINGS AT CONSTRUCTION 
CERTIFICATE STAGE.A231 2

ND1

GENERAL NOTES:

1. ALL WORKS ARE TO BE CARRIED OUT IN 
ACCORDANCE WITH THE HERITAGE 
CONSULTANTS REPORT AND 
RECOMMENDATIONS.

2. ANY VARIATIONS, INCONSISTENCIES OR 
AMBIGUITIES IN THE PROJECT REPORTS, 
DRAWINGS OR DOCUMENTATION ARE TO BE 
IMMEDIATELY REPORTED TO THE HERITAGE 
CONSULTANT AND CLIENT FOR WRITTEN 
INSTRUCTIONS ON HOW TO PROCEED.  

3. ALL WORKS TO BE IN ACCORDANCE WITH 
AUSTRALIAN STANDARDS, THE BUILDING CODE 
OF AUSTRALIA, OTHER RELEVANT CODES, AND 
WITH MANUFACTURER'S INSTRUCTIONS AND 
RECOMMENDATIONS. 

4. DO NOT SCALE FROM DRAWINGS. VERIFY ALL 
DIMENSIONS ON SITE PRIOR TO 
CONSTRUCTION.

5. ALL EXTERNAL RLS ARE APPROXIMATE ONLY. 
REFER DETAILED SURVEY FOR PRECISE SITE 
LEVELS.

6. ARCHITECTURAL DRAWINGS ARE TO BE READ 
IN CONJUNCTION WITH THE DA CONSULTANT 
DOCUMENTATION AND REPORTS INCLUDING 
BUT NOT LIMITED TO:
a. HERITAGE REPORT
b. ACCESS REPORT
c. ARBORIST REPORT
d. TRAFFIC REPORT
e. FIRE ENGINEERING REPORT
f. BCA REPORT
g. STRUCTURAL ENGINEERS REPORT
h. LANDSCAPE ARCHITECTS 

DOCUMENTATION
i. ACOUSTIC REPORT
j. HAZARDOUS MATERIALS REPORT
k. SPECIALIST AND ALTERNATIVE 

SOLUTION REPORTS
7. CONTRACTOR TO ENSURE WORKS ARE 

COORDINATED WITH SPECIALIST CONSULTANT 
INPUT + REPORTS.

8. ALL FENCING AND GATES THAT CHILDREN WILL 
HAVE ACCESS TO MUST BE FITTED WITH 
CHILDPROOF LOCKING SYSTEMS TO PREVENT 
CHILDREN FROM LEAVING / ENTERING AREAS 
UNSUPERVISED.

9. OUTDOOR SPACES AND PLAY AREAS 
ACCESSIBLE TO CHILDREN MUST BE 
ENCLOSED ON ALL SIDES WITH A BARRIER 
WHICH IS A MINIMUM HEIGHT OF 1250MM AND 
COMPLIES WITH AS1926.1-2012

10. ALL NEW WET AREAS TO INCLUDE A BATTEN 
AND SHEET LINING TO SEPARATE EXISTING 
FABRIC FROM NEW FINISHES, ADHESIVES, 
WATERPROOFING AND THE LIKE.

11. ANY EXISTING BUILDING ELEMENTS (SUCH AS 
DOORS, WINDOWS, FITTINGS AND FIXTURES) 
THAT ARE DEEMED SIGNIFICANT BY THE 
HERITAGE CONSULTANT AND REMOVED AS 
PART OF THE WORKS ARE TO BE HANDLED 
AND SAFELY STORED IN ACCORDANCE WITH 
THE RECOMMENDATIONS OF THE HERITAGE 
CONSULTANT.

12. NO INBUILT AMPLIFICATION DEVICES TO BE 
PROVIDED.

13. WINDOW RESTRICTING DEVICES TO BE ADDED 
TO WINDOWS AS REQUIRED BY BCA. DETAIL TO 
HERITAGE CONSULTANT REQUIREMENTS.

14. TREE NUMBERING AND INFORMATION IS 
INDICATIVE ONLY. REFER TO ARBORISTS 
REPORT FOR ALL DETAILS OF PROPOSED TREE 
RETENTION AND REMOVAL.

DOWN PIPEDP

WB WATER BUBBLERS

EXISTING RL

PROPOSED RL

000.000+

RL

S S SUPERVISION VIEW ACCESS

NATURAL LIGHT ACCESS

INDOOR LEARNING SPACES

NATURAL VENTILATION

ALTERATIONS AND 
ADDITIONS + NEW 
WORKS

GENERAL LEGEND:

DEMOLISHED ELEMENTS

EXISTING PROPOSED GARDENS

OUTDOOR PLAY AREA 
(LANDSCAPED)

EXISTING TIMBER WINDOW 
AND SILL TO REMAIN INTACT

OPAQUE VINYL FILM 
FROSTING TO BE APPLIED TO 
EXISTING GLASS PANELS TO 
OBSCURE VIEW TO NEW WC 
LINING.

NEW WET AREA WITH BATTEN 
AND FULL HEIGHT SHEET 
LINING TO SEPARATE 
EXISTING FABRIC FROM NEW 
FINISHES TO HERITAGE 
ARCHITECTS APPROVAL.

NEW FRAMING WITHIN 
WINDOW RECESS TO 
ACCOMMODATE ACCESSIBLE 
FITTINGS AND FIXTURES

NEW ACCESSIBLE FITTINGS 
AND FIXTURES TO AS 1428.1

EXISTING WALL AND INTERIOR 
FINISH TO REMAIN INTACT

METAL HANDRAIL, FITTINGS 
AND FIXTURES TO AS 1428.1

NEW SOLID TIMBER 
BALUSTRADE AND HANDRAIL 
TO BCA AND AS1428.1 
REQUIREMENTS.

NEW TIMBER ACCESS RAMP 
TO BCA AND AS1428.1 
REQUIREMENTS

NOTE: INDICATIVE DETAIL SHOWN. DETAILED RAMP 
AND HANDRAIL DRAWINGS TO BE APPROVED BY 
HERITAGE ARCHITECTS AT THE CONSTRUCTION 

CERTIFICATE STAGE.

All works to be in accordance with Australian Standards, The Building 
Code of Australia, other relevant codes, and with manufacturer's 
instructions and recommendations. Do not scale from drawings. 
Verify all dimensions on site prior to construction. This drawing is 

copyright and may not be used without written consent from 
ARMADA ARCHITECTS PTY LTD. 

Nominated Architect Jarrod Lamshed NSW REG. 8763
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ADDITIONAL DETAILS 02

REVISIONS

ISSUE DESCRIPTION DATE

K DEPARTMENT RETURN TO
SUBMISSIONS ISSUE

06/11/20

1 : 50

NEW FIRE EGRESS DETAIL
1

1 : 20

ELEVATION NEW ENTRY DOOR
2

1 : 20

PLAN NEW ENTRY DOOR
3

1 : 10

PROPOSED W18 DETAIL
4

1 : 10

ELEVATION ENTRY RAMP HANDRAIL
5
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GENERAL NOTES:

1. ALL WORKS ARE TO BE CARRIED OUT IN 
ACCORDANCE WITH THE HERITAGE 
CONSULTANTS REPORT AND 
RECOMMENDATIONS.

2. ANY VARIATIONS, INCONSISTENCIES OR 
AMBIGUITIES IN THE PROJECT REPORTS, 
DRAWINGS OR DOCUMENTATION ARE TO BE 
IMMEDIATELY REPORTED TO THE HERITAGE 
CONSULTANT AND CLIENT FOR WRITTEN 
INSTRUCTIONS ON HOW TO PROCEED.  

3. ALL WORKS TO BE IN ACCORDANCE WITH 
AUSTRALIAN STANDARDS, THE BUILDING CODE 
OF AUSTRALIA, OTHER RELEVANT CODES, AND 
WITH MANUFACTURER'S INSTRUCTIONS AND 
RECOMMENDATIONS. 

4. DO NOT SCALE FROM DRAWINGS. VERIFY ALL 
DIMENSIONS ON SITE PRIOR TO 
CONSTRUCTION.

5. ALL EXTERNAL RLS ARE APPROXIMATE ONLY. 
REFER DETAILED SURVEY FOR PRECISE SITE 
LEVELS.

6. ARCHITECTURAL DRAWINGS ARE TO BE READ 
IN CONJUNCTION WITH THE DA CONSULTANT 
DOCUMENTATION AND REPORTS INCLUDING 
BUT NOT LIMITED TO:
a. HERITAGE REPORT
b. ACCESS REPORT
c. ARBORIST REPORT
d. TRAFFIC REPORT
e. FIRE ENGINEERING REPORT
f. BCA REPORT
g. STRUCTURAL ENGINEERS REPORT
h. LANDSCAPE ARCHITECTS 

DOCUMENTATION
i. ACOUSTIC REPORT
j. HAZARDOUS MATERIALS REPORT
k. SPECIALIST AND ALTERNATIVE 

SOLUTION REPORTS
7. CONTRACTOR TO ENSURE WORKS ARE 

COORDINATED WITH SPECIALIST CONSULTANT 
INPUT + REPORTS.

8. ALL FENCING AND GATES THAT CHILDREN WILL 
HAVE ACCESS TO MUST BE FITTED WITH 
CHILDPROOF LOCKING SYSTEMS TO PREVENT 
CHILDREN FROM LEAVING / ENTERING AREAS 
UNSUPERVISED.

9. OUTDOOR SPACES AND PLAY AREAS 
ACCESSIBLE TO CHILDREN MUST BE 
ENCLOSED ON ALL SIDES WITH A BARRIER 
WHICH IS A MINIMUM HEIGHT OF 1250MM AND 
COMPLIES WITH AS1926.1-2012

10. ALL NEW WET AREAS TO INCLUDE A BATTEN 
AND SHEET LINING TO SEPARATE EXISTING 
FABRIC FROM NEW FINISHES, ADHESIVES, 
WATERPROOFING AND THE LIKE.

11. ANY EXISTING BUILDING ELEMENTS (SUCH AS 
DOORS, WINDOWS, FITTINGS AND FIXTURES) 
THAT ARE DEEMED SIGNIFICANT BY THE 
HERITAGE CONSULTANT AND REMOVED AS 
PART OF THE WORKS ARE TO BE HANDLED 
AND SAFELY STORED IN ACCORDANCE WITH 
THE RECOMMENDATIONS OF THE HERITAGE 
CONSULTANT.

12. NO INBUILT AMPLIFICATION DEVICES TO BE 
PROVIDED.

13. WINDOW RESTRICTING DEVICES TO BE ADDED 
TO WINDOWS AS REQUIRED BY BCA. DETAIL TO 
HERITAGE CONSULTANT REQUIREMENTS.

14. TREE NUMBERING AND INFORMATION IS 
INDICATIVE ONLY. REFER TO ARBORISTS 
REPORT FOR ALL DETAILS OF PROPOSED TREE 
RETENTION AND REMOVAL.

DOWN PIPEDP

WB WATER BUBBLERS

EXISTING RL

PROPOSED RL

000.000+

RL

S S SUPERVISION VIEW ACCESS

NATURAL LIGHT ACCESS

INDOOR LEARNING SPACES

NATURAL VENTILATION

ALTERATIONS AND 
ADDITIONS + NEW 
WORKS

GENERAL LEGEND:

DEMOLISHED ELEMENTS

EXISTING PROPOSED GARDENS

OUTDOOR PLAY AREA 
(LANDSCAPED)

MATERIALS 
STORAGE AREA

WASTE 
MATERIALS

SKIP 
LOCATION

WASHDOWN 
AREA

INDICATIVE LOCATION OF SITE MANAGEMENT FACILITIES SHOWN 
IN RED. MAIN BUILDING CONTRACTOR TO CONFIRM ON SITE.
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NEW PATHWAYS AND SURFACES WITH FALL TO PERMEABLE 
NATURAL GROUND AS SHOWN
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PERMEABLE EXISTING 
DRIVEWAY SURFACE
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PERMEABLE EXISTING 
DRIVEWAY SURFACE
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FALL
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PERMEABLE CARPARK 
SURFACE

F
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FALL

NEW 
GARDEN

SEDIMENTATION CONTROL NOTES
1. ALL EROSION AND SEDIMENTATION CONTROL MEASURES, INCLUDING
   REVEGETATION AND STORAGE  OF SOIL AND TOPSOIL, SHALL BE
   IMPLEMENTED TO THE  STANDARDS OF THE SOIL CONSERVATION OF NSW.
2. ALL DRAINAGE WORKS SHALL BE CONSTRUCTED AROUND ALL INLET PITS,
   CONSISTING OF 300mm WIDE X 300mm DEEP TRENCH.
4. ALL SEDIMENT BASINS AND TRAPS SHALL BE CLEANED WHEN THE
   STRUCTURES ARE A MAXIMUM OF 60% FULL OF SOIL MATERIALS,
   INCLUDING THE MAINTENANCE PERIOD.
5. ALL DISTURBED AREAS SHALL BE REVEGETATED AS SOON AS THE
   RELEVANT WORKS ARE COMPLETED.
6. SOIL AND TOPSOIL STOCKPILES SHALL BE LOCATED AWAY FROM THE
    DRAINAGE LINES AND AREA WHERE WATER MAY CONCENTRATE.
7. FILTER SHALL BE CONSTRUCTED BY STRETCHING A FILTER
   FABRIC (PROPEX OR APPROVED EQUIVALENT) BETWEEN POST AT
   3.0M CENTRES. FABRIC SHALL BE BURIED 150mm ALONG ITS LOWER
   EDGE.

3.00m MAX.

SITE PLAN NOTE
# ALL SITEWORKS INDICATED ARE ILLUSTRATIVE ONLY

# FINAL LEVELS MAY BE SUBJECT TO ADJUSTMENT, SUCH ADJUSTMENTS,

WHILE COMPLYING WITH COUNCIL REQUIREMENTS REMAIN AT THE

DISCRETION OF THE BUILDER

# THIS PLAN HAS BEEN PREPARED FROM A COMBINATION OF FIELD SURVEY

AND EXISTING RECORDS FOR THE PURPOSE OF CONSTRUCTION ON THE

LAND AND SHOULD NOT BE USED FOR ANY OTHER PURPOSE.

# PRIOR TO ANY DEMOLITION, EXCAVATION OR CONSTRUCTION ON THE SITE,

THE RELEVANT AUTHORITY SHOULD BE CONTACTED FOR POSSIBLE

LOCATION OR FURTHER UNDERGROUND SERVICES AND DETAILED LOCATION

OF ALL SERVICES.

#THE BUILDING CONTRACTOR SHALL BE RESPONSIBLE FOR THE MANAGEMENT

AND SAFE DISPOSAL OF ANY HAZARDOUS MATERIALS IN ACCORDANCE WITH RELEVANT

LEGISLATION AND STANDARDS.

# THE BUILDING CONTRACTOR SHALL MAKE ADJUSTMENTS TO THIS PLAN OR BARRIER TYPE

ONSITE IF REQUIRED DURING THE WORKS TO ENSURE COMPLIANT MANAGEMENT

OF SITE MATERIALS.

# CONTOURS HAVE BEEN INTERPOLATED FROM THE SPOT HEIGHTS TAKEN

ARE APPROXIMATE ONLY.

TIMBER
POSTS DRIVEN 0.3m
INTO GROUND

UNDISTURBED GROUND

GEOTEXTILE FILTER
FABRICDISTURBED

GROUND

DIRECTION OF FLOW

0
.2

0
m

0
.5

0
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NOT TO SCALE

All works to be in accordance with Australian Standards, The Building 
Code of Australia, other relevant codes, and with manufacturer's 
instructions and recommendations. Do not scale from drawings. 
Verify all dimensions on site prior to construction. This drawing is 

copyright and may not be used without written consent from 
ARMADA ARCHITECTS PTY LTD. 

Nominated Architect Jarrod Lamshed NSW REG. 8763
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SITE MANAGEMENT+

STORMWATER CONCEPT PLAN1 : 200

SITE MANAGEMENT + STORMWATER CONCEPT PLAN
1

NEW OPEN METAL STAIR.

REVISIONS

ISSUE DESCRIPTION DATE

D FINAL DA DRAFT 26/11/19

E DA APPROVAL ISSUE 09/12/19

F ADDITIONAL INFORMATION
AMENDMENTS

10/02/20

G TREE NUMBERS + WASTE BINS
AMENDED

31/03/20

H HERITAGE + ACOUSTIC REVISIONS 04/05/20

K DEPARTMENT RETURN TO
SUBMISSIONS ISSUE

06/11/20

L MF1 AND MF2 FENCE AND GATES
ADJUSTED, SHADE STRUCTURE
ADDED AND LANDSCAPE PLAY AREAS
ADJUSTED

26/11/20
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