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 Hydraulic Services Spatials 5.3

 Fire Hydrant and Hose Reel Service 5.3.1

FIRE HYDRANTS INTERNAL 
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Standard or Code AS 2419.1 

Authority 

Requirements 

Fire hydrant and riser must be located within the fire isolated exits, on the landing of 

each floor.  

 

Coverage based on 30m hose and 10m spray of water. 

Location / Level On each floor level of the fire stair and general floor areas for additional coverage as 

required. Fire hose reels to be provided within 4m of fire stair doorway and centrally 

beside hydrant equipment. 

Image(for example purposes only) 

 

 

 
 

 Hydraulic Services 5.3.2

Clear Space Requirements Must be a minimum of 400mm below underside of slab. This allows for a floor waste 

gully with sound insulation. 

 

Location / Level Wherever hydraulic pipework is required 
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THERMOSTATIC MIXING or TEMPERING  VALVES  
Clear Space 

Requirements 

300mm, Wide 300mm High, 75mm Deep 

Authority 

Requirements 

TMV’s shall be mounted at a maximum height of 1.6 metres from the floor slab for 

maintenance purposes –  

 

NSW Health (Engineering Services and Sustainable Development Guidelines TS 11) 

TMV’s shall not be installed in ceiling spaces. 

 

After installation, purging of the lines, reinstallation of the valve and commissioning 

the temperature setting of the valves shall be set to 42º C  

Location / Level Accessible Toilets/Wet Areas 

Image(for example purposes only) 

 

               
  

HOT WATER HEATERS 
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Clear Space Requirements Subject to Project Requirements 

Authority Requirements Gas Heater may require louvered doors to room for 

ventilation 

Subject to Project Requirements 

Power requirement 240V 1 Phase Supply/ 415V 3 Phase Supply 

Mechanical Requirement / 

Ventilation 

Subject to Project Requirements 

Location / Level Above/Adjacent to wet areas. Instantaneous units to be wall mounted. 

Image(for example purposes only) 
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RAINWATER REUSE PUMPS & FILTRATION  
Clear Space Requirements 1.5m Wide 1.25m High 0.5m Deep 

Subject to Project Requirements 

Location / Level Plant Area (TBC) 

Image(for example purposes only) 

 

 
 

 

 

RAINWATER REUSE TANK  
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Clear Space Requirements 2.3m x 2.2m x 1.6m (internal) 

Size 8,000L (Effective Capacity) 

Location / Level Undercroft Area (TBC), To be provided with two of 600x600 access hatches at 

surface level. 
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 Hydraulic Services Block Diagrams 5.4
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