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CONCRETE: 180mm.t

FILL: Clayey sand, fine to medium
grained, brown, with fine to medium
grained igneous gravel.

SANDSTONE: fine to medium grained,
brown, with iron indurated bands.
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Client: LORETO KIRRIBILLI LIMITED

Project: PROPOSED MASTERPLAN AND DEVELOPMENT SSD

Location: 85 CARABELLA STREET, KIRRIBILLI, NSW
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SANDSTONE: fine to coarse grained,
dark red brown.

CORE LOSS 0.44m

SANDSTONE: fine to coarse grained,
light grey mottled red brown, with iron
indurated bands.

SANDSTONE: fine to medium grained,
light grey, with dark grey laminae, cross
bedded at 0-10°.

        START CORING AT 0.38m
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Rock Type, grain characteristics, colour,
structure, minor components. Type, inclination, thickness,

planarity, roughness, coating.
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(1.13m) Be, 15°, Un, R

(1.40m) FRACTURED ZONE 20mm.t

(1.90m) J, 90°, P, S

(2.13m) XWS, 5°, 3 mm.t

(2.61m) Be, 5°, P, S

(3.65m) XWS, 0°, 5 mm.t
(3.72m) Be, 5°, P, S, IS

(3.90m) XWS, 0°, 4 mm.t
(3.91m) XWS, 0°, 6 mm.t

(5.12m) Be, 5°, P, S
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SANDSTONE: fine to medium grained,
light grey, with dark grey laminae, cross
bedded at 0-10°.
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Rock Type, grain characteristics, colour,
structure, minor components. Type, inclination, thickness,
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SANDSTONE: fine to medium grained,
light grey, with dark grey laminae.

as above,
but no cross bedding.

END OF BOREHOLE AT 17.83 m
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