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Product Features 

• Wattage 7W—40W 

• Input Voltage 12 - 24DC 

• Efficacy >60Lm/W 

• CCT 3000K

• CRI >80 

• Beam options 12.5 20 30 60 15x30 10x60 

• Material Aluminium 

• Colour Grey 

• IP Rating IP66 

• Mounting Base plate or trunnion 

• Light source Cree LED 

 

CDE81- 
 Type L4
LED LINEAR WALL WASHER UPLIGHT
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Product Features 

• Exterior LED surface mounted wall light 

• Input voltage range 100-240V 50/60Hz 

• Shade and heat sink aluminium 

• Bracket aluminium 

• Shade internal colour—white 

• LED chips - 50 pieces 2835 

• Power factor >0.5 

• CRI>80 

• Ambient temperature –20 to 50C 

• Not suitable for dimming 

• IP54 

CDKUK1  

(10 W)

Type BR
SURFACE MOUNTED BRICK LIGHT
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Product Features 

• 316 Stainless steel face cover 

• Robust die-cast aluminium body 

• Clear tempered glass diffuser, silicon gasket 

• High performance  COB LED 

• 13W 

• 3000K

• 24 degree beam 

• CRI>80 

• Integral  constant current LED driver 450mm 3 core rubber flex included 

• IP67  

• Maximum load 4400KG 

CD934313CW 
Type UL 

INGROUND UPLIGHT
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