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Appendix B – Proposed Sediment & Erosion Control 

Plan 
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ALL STORMWATER INLET STRUCTURES
ON MOORE PARK ROAD AND DRIVER
AVENUE TO BE FITTED WITH FABRIC
STOCKING KERB INLET SEDIMENT TRAPS
TO MINIMIZE RISK OF SEDIMENT INTAKE
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NOTES

1. THIS DRAWING IS INDICATIVE ONLY AND

ILLUSTRATES THE DESIGNERS' 

CONSIDERATIONS OF TEMPORARY SOIL AND

WATER MANAGEMENT. THIS APPROACH MAY BE

ADAPTED BY THE CONTRACTOR AT THEIR

DISCRETION SUBJECT TO COMPLIANCE WITH
GOOD PRACTICE AND 'THE BLUE BOOK'.

2. STOCKPILING AND STORAGE OF TOPSOIL AND

TURF TO BE LOCATED AT THE UNIVERSITY'S

DISCRETION OR REMOVED OFF SITE.

3. CONTRACTOR TO VERIFY THE LOCATION AND

DEPTH  OF IN-GROUND SERVICES BEFORE

DISTURBING GROUND.

4. TREE REMOVAL AND DEMOLITION WORKS TO BE

IN ACCORDANCE WITH ARCHITECTURAL

DRAWINGS.

5. ACCESS TO THE SITE TO BE DISCUSSED AND

AGREED WITH THE INFRASTRUCTURE NSW PRIOR
TO SITE WORKS COMMENCEMENT.
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LINE
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For 2ha catchment or less.
Direction offlow

0.6m min

0.5m

Batter grade
of 1:2.

2

1

Undisturbed
area

2.5m

Storage volume
Settling volume

Riser pipe open at top.

Inflow

Crest of
emergency
outlet

0.3m
0.75m

Weighted base.

Wire mesh

Geotextile filter

Outlet protection

Pipe (Min

0.25m dia.)

Primary outlet
0.6m min.

Drainage area 0.6ha. max. Slope gradient 1:2 max.
Slope length 60m max.

Wire or steel mesh.

Disturbed area.

3m max.

max.0.6m

Direction of flow.

0.2m

Geotextile filter

fabric.

Detail of overlap.

Posts driven
0.6m into
ground.

Undisturbed area

Construction site

3 x Hardwood slats or metal
grid 100mm high & 200mm apart
apart then 2.0m spacings
Min length 15m

Berm (0.3m
min. high)

Min width 3m

0.2m

Geotextile
fabric.

Existing roadway
Runoff from pad
directed to sediment trap.

150mm
Blue metal

Diversion Bank (without channel)

Cross Section of Typical Sediment Basin.

Sediment Fence

Temporary Construction Exit

Drainage area 0.4ha max. Slope gradient 1:2 max.
Slope length 40m max.

Stakes driven 0.6m
into the ground.

Disturbed area

Direction offlow.

Angle first stake towards
previously laid straw bale.

Undisturbed area.

0.1m deep

Straw Bale Sediment Filter

Keep wires or strings to
sides above and off ground.

Swale

For catchment greater than 2ha.

2
1

Batter grade
of 1:2.

Direction offlow

Fabric Stocking
Kerb Inlet Sediment Trap.

Gravel filled fabric
silt bag (sausage)
2.4m minimum length

Runoff

1.0m

Minimum 0.40 wide turf strip
or as otherwise specified.

Return 0.40 wide turf
strip every 10.0m to
prevent scour

Job No

Drawing Status

Discipline

Scale at A0

Drawing No Issue

Drawing Title

Job Title

Client

Issue Date By Chkd Appd

A0 A B C D E F G H I J K L M N O P Q R S T U

1

2

3

4

5

6

7

8

9

10

11

12

13

14

15

16

Do not scale

Scales

Arup Pty Ltd
ABN 18 000 966 165

CONSULT AUSTRALIA

Member Firm

 

0260159

NTS

FOR INFORMATION

SEDIMENT & EROSION 
CONTROL DETAILS

SYDNEY FOOTBALL STADIUM

Tel +61(02)9320 9320  Fax +61(02)9320 9321

CIVIL

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

FOR INFORMATION

DCDCCF16/05/20180

123456-CAL-MOD-XXXX

A0 Full Size
Scale 1:500

10 20m0

NOTES

1. FOR SEDIMENT EROSION
CONTROL PLAN REFER TO
DWG CICW-DRG-0400

Michael.ORourke
Rectangle

Michael.ORourke
Rectangle

Michael.ORourke
Rectangle

Michael.ORourke
Text Box
A62825-SK-CV-001

Michael.ORourke
Image

Michael.ORourke
Text Box
ALLIANZ STADIUM

Michael.ORourke
Text Box
EROSION & SEDIMENT CONTROL DETAILS

Michael.ORourke
Text Box
MOR

Michael.ORourke
Text Box
08-08-18

Michael.ORourke
Text Box
NTS

Michael.ORourke
Text Box
A62825-SK-CV-002

Michael.ORourke
Text Box
A



 

Project number 505100  File 505100_001_REP_SFSR_ SWMP[D].docx, 2019-05-23  Revision D   29 

 

Appendix C – Proposed Stage 2 Stormwater Layout 
 

  




